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HASTINGS has been synonymous with 
QUALITY since 1857 and we continue to main- 
tain the principles upon which this organization 
was founded—the selective buying and the mer- 
chandising of products manufactured to rigid 
standards from materials of honest quality, good 
architectural design and solid construction. 


“HASTINGS means QUALITY” is your best 
guarantee of well-designed woodwork that will 
prove durable and give continuous satisfactory 
service. 


For every residential, commercial and in- 
dustrial requirement, you can safely specify 
“HASTINGS” in woodwork. This complete 
line, developed through eighty-nine years of ex- 
perience supplying the building industry, consists 
of stock millwork of all patterns and sizes popu- 
larly used throughout New England. 
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2 HASTINGS means QUALITY 


INDEX 


Astragals 

Balusters . ’ 
Band Mouldings i OF 
Barn Ventilating Unit 
Blinds and Shutters . 
Breakfast Sets 
Brooder House 
Broom Closet . 
Cabinet Work 


Casement Frames and Sash . 


Casement Units—U NIPAK 
Cellar and Barn Sash 
Cellar Window Units 

China Closet Sash 

Circle Sash 

Clapboards (Red Cedar) 
Closet orig eee 
Columns and Posts 

Corner China Cabinets 


Craw-Fir-Dor Garage Doors 


Disappearing Stairway 
Door Frames . 
Doors 

Bulkhead 


Colonial Front and ‘Entrance 


Combination 
Cupboard 
Flush 
French 
Garage 
Mirror 
Room 
Sereen 
Side and ‘Rear Doors 
Short ; 
Storm 
Toilet 
V-Joint . 
Drawer Cases . 
Entrances . 
Frames 
Brick 
Casement 
Cellar 
Door i 
Window . 


Frantz Garage Door Equipment 


Gable Frames and Sash . 
Hardware 

Blind 

Frantz 

Sash Balances 

Sash Weights 

Storm Sash Fastener 
Hot Bed Sash... . 
Ironing Board Cabinets é 
Kitchen Cabinets 
Linen Cabinets 


eOo 

"130 and 136 
6-16 and 143 
40, 41 and 91 
46-47 

119 

160 

cee a 

. 103-118 

16 and 18 

- 92-97 
40-41 and 91 


“49-54 
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INDEX 


Louvers and Frames . 
Mantels 

Medicine Cabinets 
Mouldings Gol tae? 
Newels.. 


Partition Door Jambs 
Plywood . Bo = 
Porch Material ; 
Prefabricated Frame and Sash . 
Rails : 
Sash 
Barn Ventilators P 
Basement Window Units ; 
Casement . 
Casement Units—UNIPAK . 
Cellar. , : 
China Closet 
Full Circle 
Half Circle . : 
Horizontal Gliding Units . 
Hot Bed : : ’ 
Prefabricated 
Quarter Circle . 
Single 
Skylight 
Storm 
Windows 
Sash Balances 
Sash Cord. . 
Sash Weights . 
Screens ‘ 
Shutters. : 
Sidelights (Door Frame) 
Single Sash : ; 
Stair Material 
Stools (Outside) 5 
Stops—Side 2nd Top 
Storm Sash _. 
Storm Sash Fastener . 
Telephone Cabinets 
Thresholds (Inside) . 
Uni-Rol Garage Doors 
Wall Cabinets 7 es 
Wardrobe Cabinet 
Windows—Glazed 
Window Frames 
Window Screens 


ARMSTRONGS DeLuxe Monowall 
Fillers, Cement, Noils.. 
Channels and Mouldings ; 

ARMSTRONGS Hardboards : 

ARMSTRONGS Temlok DeLuxe . 
Temlok Insulating Lath . . . 
Temseal Insulating Sheathing 
Tem-Clips and Adhesives 


40-41 and 91 


45 


- 110-111 
Tae LLG 

. 139-143 
122-123 
"132 and 137 
Slits 15 
: 138 
- 136-137 


125, 130, 37 


. 154-155 
. 156-158 
. 156-160 
53 
. 144-147 
. 148-149 
. 150-151 

152 


4 HASTINGS means QUALITY 


SPECIAL MILLWORK 


In addition to the standard millwork carried in stock, 
Hastings will make up to order special window frames, 
windows, sash, blinds, doors, french windows, stair work, 
etc., to any detail and in any kind of wood. Full-size 
working drawings and specifications must accompany such 
orders to avoid misunderstanding. 


ESTIMATING DEPARTMENT 


Another service Hastings renders its customers is in 
securing correct estimates of finished millwork required 
on a job, and a competent man from their Estimating 
Department is available on request. 


CARE OF MILLWORK 


Millwork should not be kept outside, in a damp ware- 
house or in freshly plastered buildings, as open wood pores 
draw, absorb and retain moisture, thereby creating a 
swelling. Woodwork should be painted or varnished 
immediately after installation. 

Exposed end woods of doors, TOP and BOTTOM, 
should be painted or varnished or given some chemical 
treatment immediately after fitting, because the cross-cut 
grain of wood is the most sensitive to atmospheric changes 
and therefore it is the most important part of all woodwork 
to treat. Unpainted or not properly treated door tops and 
bottoms cause 99% of all door complaints. 

If doors are weatherstripped, make sure paint is applied 
under weatherstripping, or if this has already been installed, 
make sure no paint touches the weatherstripping as to 
interfere with its efficiency. 

Flat veneered panelled fir doors should be stained and 
not painted, as rotary-cut veneers when pressed cause hair 
checks to appear on panels which are evident when paint 
is applied, but unnoticeable when stained. 


RETURNED MERCHANDISE 


Stock material in good condition may be returned if 
authorization has been received, and such goods will be 
credited at a discount of 10% from cost, less transportation 
charges. 
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WINDOW FRAMES 


We can furnish Window Frames for all 134’ 
windows for wood buildings, either 514’’ jambs 
for boarding or 414/’ jambs for studding; also, 
common sizes for brick buildings. When ordering 
window frames, specify frame by name, size of 
glass, thickness of sash, width of jamb, whether 


with or without pulleys. 


SINGLE ROUGH OPENING: Glass size 
plus 914” width, 914” height. 


MULLIONS 7” CENTER: Twice glass size 
plus 19” width, 914” height. 


MULLIONS 9” CENTER: Twice glass size 
plus 21” width, 914” height. 


TRIPLES 7’’ CENTER: Three times glass 
size plus 29”’ width, 914” height. 


TRIPLES 9’ CENTER: Three times glass 
size plus 33” width, 914” height. 


QUADRUPLES 7” CENTER: Four times 
glass size plus 39”’ width, 914” height. 


QUADRUPLES 9” CENTER: Four times 
glass size plus 45” width, 914” height. 


We can also furnish frames for all Cellar, 
Miscellaneous Sash and Louvres listed. 
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WINDOW FRAMES 
BOSTON STYLE 


HEAD 


VAMB 


MULLION 


Detail of stock Window Frame for wood 
buildings. Jambs to set on boarding. 
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WINDOW FRAMES 
BOX FRAMES 


Details of stock Window Frames for brick 
buildings. 
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COLONIAL WINDOW FRAMES 
THE PURITAN 


{ii} 


& ; MULLION 


Hard ne jambs not over 514” wide with 
pulleys, No. 1. 
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COLONIAL WINDOW FRAMES 
THE PILGRIM 


HEAD 
0 JAMB 
L 
dg igdge 
MUuLLion 
STOOL 


Hard pine jambs not over 514” wide, with 


pulleys, No. 1. 
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COLONIAL WINDOW FRAMES 
UNIQUE JAMB AND MULLION DETAILS 


Puritan Unique 


JAMB 


MULLION 


Hard pine jambs not over 514” wide, with 
pulleys, No. 1, Details are for use with Unique 
Balances, 


A. W. HASTINGS & CO., INC. 11 


WOOD AND BRICK FRAME LIST 


WOOD BRICK 

Width of Height of Width of Height of 
Frame—Size Frame—Size | Frame—sSize lT'rame—Size 

1- 354 uns 1- 954 Ea 

1- 514 YAS. ff 1-115 3- 5 

1- 55% 2- 9 Jen 3 oi 3- 9 

1- 65% 2-11 2- 652 4- 5* 

1-075 saat 22 75/, 4-9 

1- 954 3-5 2- 95% 5- 1 

1-1154 3- 9 2-115 5- 5* 

2- 05% EG | 3- 05% 5- 9 

2- 15% 4- 5* 3- 35% Goal 

2- 35% 4- 9* 3- 754 6- 5 

2- 654 5- 1* 4- 35% 7- 1* 

275, 5- 5% iP 

2- 954 5- 9* 8- 1 

2-115 6- 1 on 1 

3- 05% 6- 5* 10- 1 

a Ft, 7-1 *In stock for 134 sash. 

< 38 _We carry in_ stock 

5-2 8 No. 2 Brick Window 

ar Frames in all regular 

5-10 sizes as listed. 

6- 2 Wood Frames in 

8- 9 stock with no pulleys 

8-10 or pockets. 

10- 2 


PART SASH FRAME LIST 
HARD OR SOFT PINE JAMBS No. 1 


Width of Frame— 


Height of Frame— 


Size Size 
2-0 2-0 
2-6 2-6 
3-0 3-0 
4-0 


For complete Frame list, see Window list. 
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STUD OPENING SIZES 
FOR VARIOUS SIZE WINDOWS 


Stools, Headers, etc. Jambs, Casings, ete. 

Glass Sash Stud Glass Sash Stud 
Width Width Opening} Height Height Opening 
2 1- 354 1-10 12” 2-5 2-10 
131,” 1- 54 1-114, 136 2- 7 3- 0 
142 1- 554 2- 0 ge 2- 9 3- 2 
15” 1- 654 2- 1 15” 2-11 3-4 
16” 1- 75 2- 2 16” Sam 3- 6 
18” 1- 954 2- 4 18” 3- 5 3-10 
20”’ 1-1154 2- 6 20” 3- 9 4- 2 
214 2- 054 2- 7 222 4- 1 4- 6 
PANY 2. 154 2- 8 24” 4-5 4-10 
24” 2- 354 2-10 26” 4-9 5anZ 
26” 2-554 3-0 256 5- 1 5- 6 
274 2- 652 3-1 30” 5-5 5-10 
28” 2- 75, 3-2 oon 5- 9 6- 2 
30” 2- 954 3- 4 34% 6- 1 6- 6 
32) 2-1154 3- 6 36” 6- 5 6-10 
33m 3- 054 3- 7 40” 7- 1 7- 6 


36 35035, ee sn10 
40" | 32°75, 4292 
44” 3-1154 4-6 
43! A. 38 410 


Stools and Headers of any width may be used 
with Jambs and Casings of any height as listed 
above. 


Glass sizes as given above are all two-light 
sizes, for Wood Frame House. 


Widths figured for weights and cord. 


In ordering Hastings Window Frames, specify 
I’'rame by style name, size of glass, sash thickness, 
jamb width, and whether with or without pulleys. 
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LONG STOOLS AND HEADERS 


Glass Width 


2-lt. sizes 


7” Mullion Casings 9” 


Mul- 
lions 


DAU 
Dag fs 
30” 
32M 
36” 


40” 


DAG 
Dag pe! 
30” 


Triples 


Side Ctr. 


1Gie24 
1ST 


20” 30” 
DAU 24” 
1 Siz 36” 
20” 40"’ 
Pag eae 
217836 
30% 30% 
RPA Ry AL! 
30’ 40” 


36. 36” 
40’’ 40” 


Side 


16” 
187 


20” 
24" 
18% 
20” 
pag 
ae fl 
30” 
29 
30” 


36” 
40”’ 


Stool Stud Stool 
Width Opening Width 
5- 2 5- 75% 5- 4 
5- 8 6- 15% 5-10 
6- 2 6- 75% 6- 4 
6- 6 6-115% 6- 8 
6- 754 7-14 6-1154 
7- 2 7- 754 j- 

7- 25% 7- &, 7- 654 
7-10 8- 354 8- 

7- 95% 8- 314 8- 15% 
7-1158 8- 514 8- 354 
7-1154 &- 5144 8- 3% 
8- 7% 9- 114 8-1154 
8- 854 9-214 9- 0% 
9- 55% 9-1114 9- 95% 
9-55, 99-1144 9- 9% 
9-115g 10- 514 10- 3% 
10- 35g 10- 914 10- 7% 
10- 9144 1l- 2% 11- 3% 
10-115, 11-514 11- 3% 
11- 914 12- 27% 12- 314 
11-115g 12-514 12- 35% 
12- 914 13- 2% 13- 344 


Table shows common sizes of Mullions, Triples, 
and Quadruple Windows with corresponding 
Stool Widths and Stud Openings. 


Stool Lengths do not include Horns. 


Figure Stud Openings for 9’’ Casings by adding 
2” for each Stud. 


Widths figured for weights and cord. 
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CELLAR SASH FRAMES 


These frames are made of W. P. Pine or 


Fir and rabbeted for 114” Sash. 


55 


HEAD AND JAMB 


7! 


SILL 


Cellar Sash Frames are carried in stock for all 


sizes listed under Glazed Cellar Sash. 
Stools and Headers 5/0”, 


pages 40 and 41. 
GOP cOwe 


PART FRAME LIST 


Refer to 


Heads and Sills Sides 

Glass Size Sash Size Glass Size Sash Size 

Tite! 1-95, | 11t, 9” 1- 0% 

he 2- 05% 10” 1-14 

8” 2- 354 12" 1<°31/, 

9” 2- 652 13” 1- 414 

10” 2- 95% 14” 1- 54, 

11” 3- 05% 15” 1- 614 

12” 3- 354 16” 1- 74 

18” 1- 914 

4 lt we 2- 75% 20% 1-11144 
8” 2-115 

9” 3- 554 | 21t. 11” 2- 13% 

10” 3- 75% 12 2- 33% 

= eee oe 13’ 2- 53% 

5 bbecify whether Fir or 14” 2- 734 

Pine is required. 15” 2- 934 
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DOOR FRAMES 


FIR OR PINE 
Size Stock  Jamb Rabbet 
2-8 x 6-8 1367 933 13, 
2-8 x 6-8 134” = 434" 134” 
2-8 x 6-8 134” 538/" 134” 
3-0 x 7-0 134” 534” 134 and 134” 
3-6 x 7-0 134," 534 134” 
8-0 x 8-0 134” 534 134” 


Stock Staff Beads. 

When ordering Door Jambs, mention kind of 
wood, size and thickness of door and width of 
Jamb, and thickness of stock. 


PARTITION DOOR JAMBS 


Pattern No. 77 
Cut 3-0 x 7-0 made of Fir 


THRESHOLDS 


Oak Thresholds, 134’ x 9144”’ x 3’-0” to 16’-0”. 

Hard Pine Thresholds, 134’"x 9144’’x 3’-0” to 
16’-0”’. 

Oak and Birch Inside Thresholds, 34’ x 344” x 
3’-0”. 

Oak and Birch Inside Thresholds, 34’ x 414’”" x 
3’-0”; and x 6’-0”’. 

Oak and Birch Inside Thresholds, 34’ x 54" x 

’-0’’; and x 6’-0”’. 
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CASEMENT FRAMES 
SWING-OUT SWING-IN 


ae - 
ot] PA WE 
villieeronare PB er 


HEAD AND JAMB HEAD AND JAMB 


SILL SILL 
Sash Width Sash Height 
eOe 2/6" 
Teo" 3/-0" 
1/-4" 3/-6" 
iG 4'-9” 
IO 4'-6" 
OAL 4’..10’’ 
GAL! 5/2" 
Beye 
4'=0/' 


HASTINGS Casement Frames are made of 
W. P. Pine. In ordering, be sure to specify 
whether sash swings in or out. 
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EASTERN GLAZED WINDOWS 


BOSTON LAYOUT 


35% inches of Wood in Width over Glass 
5 inches of Wood in Length over Glass 


All freight shipments of Glazed Windows are 
securely carton packed, thus insuring maximum 
protection. We guarantee every window to be 
bedded, tinned and glazed with pure linseed oil 
and whiting putty. 


Hastings windows are dipped in linseed oil or 
in a toxic preservative before glazing, which 
treatment gives lasting protection against both 
moisture absorption and loss, and protects the 
sash against decay. 


When ordering windows, state size of glass, 
first the width and second the height, number of 
lights of glass and thickness of sash. Our stock 
windows all have 34” lip. 


MODULAR OPENINGS in stock: The 
purpose of the modular opening is to establish 
standard specifications, layouts and sizes for 
stock windows and sash throughout all sections 
of the country; to provide the building industry 
with wood windows and sash built on a 4’ 
module or increment. 


NEW YORK OPENINGS in stock. 


PROVIDENCE OPENINGS ean be furnished 
on request. 


18 


HASTINGS means QUALITY 


CASEMENT SASH 
134’ W. P. PINE—Treated 


PAIRS—12-LIGHTS SIX LIGHTS 
2-0 x 2- 6 1-0 x 2- 6 
3- 0 3- 0 

3- 6 3- 6 
2-4x2- 6 1-2 x 2- 6 
3- 0 3- 0 

3- 6 3- 6 
2-8 x 2- 6 1-4x 2- 6 
3- 0 3- 0 

3- 6 3- 6 
3-0 x 2- 6 1-6 x 2- 6 
3- 0 3- 0 

3- 6 3- 6 

PAIRS—16-LIGHTS EIGHT LIGHTS 

2-4x 4- 0 1-2 x 4- 0 
4-6 4- 6 

4-10 4-10 

5- 2 5- 2 

2-8 x 4- 0 1-4 x 4- 0 
4- 6 4- 6 

4-10 4-10 

5- 2 5- 2 

3-0 x 4- 0 1-6 x 4- 0 
4-6 4- 6 

4-10 4-10 

5- 2 5- 2 
4-0 x 4- 0 2-0 x 4- 0 
4-6 4- 6 

4-10 4-10 

5- 2 5- 2 


nnn easel 
Pairs Casement Sash rabbetted and beaded to 


swing out, unless otherwise specified. 
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COLONIAL GLAZED WINDOWS 


Weights 


Size of Glass Outside Dimensions Top Bottom 
FIFTEEN LIGHTS—6/9 
6x 8 1- 954 x3- 9 3 4 


fhe ee£)) 2- 054 x 4- 214 31, 4, 
8x10... 2-35%x4-71, 4 5 
12 a5 4, 6 
SIXTEEN LIGHTS—8/8 


6x 8 2- 354 x 3-1 31, 31, 
7x 9 2- 784x3-5 Aimee 
8x 8 2-1154x3-1 4, 414 
10 3- 9 51, 51, 
11 rey 51, «Bi 
12 4-5 6 
13 4- 9 Gime Gls 
9x10 3- 354 x 3- 9 6 
\11 4-1 6 6 
12 nee Glee 
13 4-9 7 7 
10 x 12 3- 754 x 4- 5 71, 71, 
13 4-9 8 8 


TWENTY LIGHTS—8/12 

6x 8 2- 354x 3-9 314 514 

7™x 9 2- 754x4- 214 4l, 61, 

8x 10 2-115g x 4- 7144 51, 7 
6 


12 5- 5 8, 
TWENTY-FOUR LIGHTS—12/12 
6x 8 2- 35g x4- 5 5 5 
re 2- 754 x 4-111, 6 6 
8x10  2-11536x5- 5 7 7 
12 6- 5 8 8 
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GLAZED WINDOWS 
134”. W. P. PINE—Treated 


Weights 
Size of Glass Outside Dimensions Required 
EIGHT LIGHTS—4/4 
8x 10 1- 754 x 3- 9 i3 
12 -5 34 
13 4-9 3 
9x12 1- 954x 4-5 4 
13 4-9 4 
10 x 12 1-115 x 4- 5 4 
13 -9 4, 
14 5- 1 4, 
SIX LIGHTS—3/3 
9x12 2- 654x 2-5 31, 
ils) 2- 7 312 
14 2- 9 4 
10x 14 2- 954 x 2- 9 41, 
15 -11 4 
TWELVE LIGHTS— 6/6 
6x 8 1- 954 x 3- 1 3 
Tx29 2- 05 x 3- 5 314 
8x 7 2- 354 x 2-9 3 
8 3- 1 312 
9 3-5 4 
10 3- 9 4 


(Continued) 
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GLAZED WINDOWS 


Weights 
Size of Glass Outside Dimensions Required 
TWELVE LIGHTS (continued) 
8x11 2- 35gx 4- 1 4h, 
12 4-5 4, 
13 4-9 5 
9x 7 2- 654 x 2- 9 314 
8 - 1 4 
9 3- 5 4 
10 3- 9 4, 
16 4-1 5 
12 4- 5 5 
13 4- 9 514 
14 5- 1 6 
15 5- 5 61, 
16 5- 9 61, 
10x 8 2- 954 x 3- 1 Al, 
9 325 4\p 
10 3- 9 5 
11 4-1 5 
12 4-5 5I, 
13 4-9 6 
14 5- 1 61, 
15 aos 615 
16 5-9 aj 
17 6- 1 TI, 
18 6- 5 8 
exe 3- 05x 5-5 8 
16 5- 9 8 
17 6- 1 81, 
18 6- 5 81, 
174 ore US 3- 354 x5- 5 9 
16 5- 9 9 
é 18 6- 5 91, 
20 7-1 91, 


FIFTEEN LIGHTS— 9/6 


8 1- 954x3-9 4 3 
9 12..054x4521, 414 31, 
Om 221384 4-77.45 4 
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GLAZED WINDOWS 
134” W. P. PINE—Treated 


Weights Required 


Single Thick 
Size of Glass Outside Dimensions Glass 
FOUR LIGHTS 
1014 x 18 2- 054 x 3-5 31, 
221, 4- 214 
2x Lo 2- 35g x 3-1 314 
18 3-5 4 
20 3- 9 4 
22 4-1 41, 
24 4-5 Al, 
25 4- 714 Al, 
26 4- 9 > 
28 5- 1 54 
30 5- 5 512 
131% x 16 2- 654 x 3- 1 4 
18 3- 5 4 
20 3- 9 41) 
22 4-1 5 
24 4-5 5 
26 4-9 51, 
28 5- 1 6 
30 5- 5 61, 
32 5- 9 614 
14 x 20 2- 754 x 3- 9 4), 
24 4-5 5 
26 4-9 54 
(Continued) 


For Double Thick Glass, add 1 lb. to each sash. 
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GLAZED WINDOWS 


Weights Required 
Single Thick 
Size of Glass Outside Dimensions Glass 


FOUR LIGHTS (continued) 


14 x28 2- 75x 5-1 6 
30 5- 5 6 
32 5- 9 61, 
isuexi5= 92-954 % 2-11 31, 
16 ae) 41, 
18 Sa55 AV 
20 3- 9 5 
22 4-1 5 
24 4-5 5, 
26 4- 9 6 
28 5- 1 61, 
30 555 61, 
oe 5- 9 7 
34 6- 1 71, 
36 6- 5 8 
16 x16 2-115,:x3-1 4\/, 
20 3- 9 5 
24 4-5 6 
26 4-9 6 
28 5- 1 61, 
30 5- 5 61, 
32 5- 9 7 
34 6201 7% 
36 6- 5 8 
18 x 24 3- 354x 4-5 6 
26 4-9 6%, 
28 5- 1 7 
30 5-5 9 
32 5- 9 9 
34 6- 1 9 
36 6-5 91, 
20 x26 3- 754x4-9 7 
28 any 7 
30 5- 5 8 
32 5-9 814 
22 eext3U 3-1154 x 5- 5 8l, 


For Double Thick Glass, add 1 lb. to each sash. 
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GLAZED WINDOWS 


Weights Required 


Single Thick 
Size of Glass Outside Dimensions Glass 
TWO LIGHTS 
12 eeexe S 1- 354 x3- 5 2 
20 3- 9 21, 
Ze 4- 1 2% 
24 4-5 3 
26 4- 9 3 
28 5-1 3 
30 5- 5 312 
1314 x 18 1- 5l4 x3- 5 21 
20 3- 9 21 
22 4- 1 3 
24 4-5 3 
26 4-9 312 
28 5- 1 312 
30 5-5 4 
14 x20 1- 554 x 3- 9 3 
24 4-5 3 
26 4-9 31, 
28 5- 1 4 
30 5- 5 4 
15 x18 1- 654 x 3- 5 21, 
20 3- 9 3 
Pepe 4- 1 3 
24 4-5 34 
26 4-9 31, 
28 5- 1 4 
30 5-5 4 
32 5- 9 41 
16x16 1- 754 x 3- 1 2 
18 3- 5 3 
20 3- 9 3 
22 4- 1 3 
24 4-5 314 
26 4-9 312 
28 5- 1 4 
30 5-5 4 
= ye 5- 9 4l, 


(Continued ) 


For Double Thick Glass, add 1 Ib. to each sash. 
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GLAZED WINDOWS 


Weights Required 
Single Thick 
Size of Glass Outside Dimensions Glass 


TWO LIGHTS (continued) 


18 x16 1- 954 x 3- 1 3 
18 3- 5 3 
20 3- 9 3 
22 4- 1 31, 
24 4-5 4 
26 4- 9 4 
28 5- 1 41, 
30 5- 5 4ly 
32 5- 9 5 
34 6- 1 52 
36 6- 5 6 
20mExa1 6 1-1154 x 3- 1 3 
18 3- 5 3 
20 3- 9 34 
22 4-1 34 
24 4-5 4 
26 4- 9 4 
28 5- 1 Aly 
30 5- 5 5 
32 5- 9 512 
34 6- 1 6 
36 6- 5 6 
PH sre Ya 2- 154g x 4- 1 4 
24 4-5 4, 
26 4-9 41, 
28 5- 1 5 
30 5- 5 5 
32 5- 9 54 
24 «x14 2- 354 x 2-9 314 
16 3- 1 312 
18 3- 5 4 
20 3- 9 4 
22 4-1 4, 
24 4-5 4\p 
26 4- 9 
28 5- 1 5\, 


(Continued) 


For Double Thick Glass, add 1 lb. to each sash. 
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GLAZED WINDOWS 


Weights Required 
Single Thick 


Size of Glass Outside Dimensions Glass 
TWO LIGHTS (continued) 
2AmEXa SO 2- 354x 5- 5 5l, 
32 5- 9 6 
26 x 26 2- 55gx 4- 9 51, 
28 5- 1 514 
30 5- 5 6 
27 xi4 2- 654x 2-9 31, 
16 3- 1 4 
18 3- 5 4 
20 3- 9 4l, 
22 4-1 5 
24 4-5 5 
26 4-9 512 
28 5- 1 6 
30 5- 5 61, 
28 «x16 2- 75x 3- 1 4 
18 3-5 Al, 
20 3- 9 4l, 
24 4-5 51, 
26 4-9 52 
28 5- 1 6 
30 5- 5 612 
30 x14 2- 954 x 2-9 4 
16 3- 1 4l), 
18 3- 5 4l)p 
20 3- 9 5 
ae 4- 1 5 
24 4-5 51, 
26 4-9 6 
28 5-1 6)2 
30 5- 5 61/2 
Ape 5-9 7 
34 6- 1 Te 
SZeeexe4 2-115g x 4- 5 6 
26 4-9 614 
28 5- 1 7 
30 5- 5 72 


(Continued) 
For Double Thick Glass, add 1 lb. to each sash. 
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GLAZED WINDOWS 


Weights Required 
Single Thick 
Size of Glass Outside Dimensions Glass 


TWO LIGHTS (continued) 


32x OZ 2-1154 x 5- 9 8 
36 x24 3- 354 x 4- 5 8 
26 4-9 81 
28 5- 1 9 
30 5-5 9 
a2 5- 9 9 
36 6- 5 91/, 
40 0x 2481327154 x 4-15 8 
26 at) 81 
28 5-1 9 
30 5. 9 91/, 
THREE LIGHTS 
S118) 2410546 3215 314 
221 4-2 4 
PAN sre IGS 2- 354 x 3- 1 314 
18 3-5 4 
20 3- 9 4 
22 4ac1 4Yp 
24 4-5 4l, 
25 4-7 5 
26 4-9 5 
28 Sent 5Y, 
30 5- 5 51, 
27x 16 2- 65x 3- 1 4 
18 aio 4 
20 3- 9 4\y 
22 4- 1 5 
24 4-5 5 
26 4-9 5, 
28 5- 1 6 
30 5- 5 6 
28x 20 2- 754 x 3-9 Al) 
24 4-5 51, 
26 4-9 51, 
28 - 1 6 
(Continued) 


For Double Thick Glass, add 1 lb. to each sash. 
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GLAZED WINDOWS 


Weights Required 
Single Thick 
Size of Glass Outside Dimensions Glass 


THREE LIGHTS (continued) 


28 x30 2- 754x5-5 6%, 
30 x16 2- 95x3-1 4\, 
18 peas A 
20 3- 9 5 
22 4-1 5 
24 4-5 52 
26 4- 9 6 
28 Sa 6, 
30 5-5 614 
SZ X 24. 2-115g x 4- 5 6 
26 4- 9 61, 
28 5- 1 7 
30 5- 5 71, 
32 5- 9 8 
36 x24 3- 35g x 4-5 8 
26 4-9 8l, 
28 5- 1 9 
30 5- 5 9 
32 5- 9 9 
40 x 26 3- 754 x 4- 9 8l, 
28 5- 1 9 
30 5- 5 914 


For Double Thick Glass, add 1 lb. to each sash. 


HASTINGS Windows are precision made to 
save installation costs. They give efficient and 
satisfactory service and the wide variety of 
standardized sizes and styles permits many at- 
tractive window arrangements. HASTINGS 
built-in quality means troubleproof windows 
and they cost no more than those of ordinary 
construction. 
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GLAZED WINDOWS 
134” W. P. PINE—Treated 


Size of Glass Outside Dimensions Weights Required 


FIVE LIGHTS—4/1 


15 x 18 1- 656 x 3-5 21% 
20 3-9 3 
24 4-5 31% 
26 4-9 31, 
28 5-1 4 
30 5-5 4 

16 x 16 159754 x 3-1 25 
18 3-5 3 
20 3-9 3 
24 4-5 31% 
26 4-9 314 
28 5-1 4 

18 x 16 1- 95% x 3-1 3 
18 3-5 3 
20 3-9 3 
22 4-1 3% 
24 4-5 4 
26 4-9 4 
28 5-1 4, 
30 Bo5 4, 

20 x 16 1-115% x 3-1 3 
18 3-5 3 
20 3-9 31% 
22 4-1 3, 
24 4-5 4 

(Continued) 


For double thick glass, add 1 lb. to each sash. 
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GLAZED WINDOWS 


Size of Glass Outside Dimensions Weights Required 


FIVE LIGHTS—4/1 (contimued) 


20 x 26 1-115 x 4-9 4 
28 5-1 Ay 
30 5-5 5 


ENS 


SEVEN LIGHTS—6/1 


21x 18 2- 05% x 3-5 34 
24x 14 2- 354 x 2- 314 
16 3-1 31, 
18 3-5 4 
20 3-9 4 
22 4-1 41, 
24 4-5 41, 
26 4-9 5 
28 5-1 514 
30 5-5 512 
27x 14 2- 654 x 2-9 31, 
16 3-1 4 
18 3-5 4 
20 3-9 4\p 
22 4-1 5 
24 4-5 5 
26 4-9 514 
28 5-1 6 
30 5-5 61,4 
28 x 16 2- 73% x 3-1 4 
18 3-5 4p 
20 3-9 4 
24 4-5 512 
26 4-9 514 
28 5-1 6 
30 5-5 612 
30 x 14 2- 95% x 2-9 4 
16 3-1 4V 
18 3-5 4lp 
20 3-9 5 


(Continued) 
Set” os oe eee 
For double thick glass, add 1 lb. to each sash. 
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GLAZED WINDOWS 


Size of Glass Outside Dimensions Weights Required 


SEVEN LIGHTS—6/1 (continued) 


30 x 22 2- 954x 4-1 5 
24 4-5 5% 
26 4-9 6 
28 5-1 6, 
30 5-5 7 

32 x 24 2-115% x 4-5 6 
26 4-9 6, 
28 5-1 7 
30 5-5 7%, 

NINE LIGHTS—8/1 

36 x 24 3- 354 x 4-5 8 
26 4-9 81%, 
28 5-1 9 
30 5-5 9 

40 x 24 3- 754 x 4-5 8 
26 4-9 81% 
28 5-1 9 
30 5-5 91, 


For double thick glass, add 1 lb. to each sash. 


Glazed Windows from the HASTINGS ware- 
house identifies them as outstanding. Their 
guarantee means that every window has been 
bedded, tinned, and glazed with pure linseed oil 
and whiting putty. All windows are dipped in 
linseed oil or treated with toxic preservative 
before glazing. Sash is made of 134’ W. P. Pine. 
Exacting manufacturing pe ae anes in their 
construction produce a better window that is 
easy and speedy to install. 


32 HASTINGS means QUALITY 


GLAZED WINDOWS 
134" W. P. PINE—Treated 


Size of Glass Outside Dimensious Weights Required 


FOUR LIGHTS—3V/1 


15 x 26 1- 65% x 4-9 31, 
28 5-1 

16 x 26 1- 75% x 4-9 3Yy 
28 5-1 4 

18 x 18 1- 95% x 3-5 3 
20 3-9 3 
24 4-5 4 
26 4-9 4 
28 5-1 4 
30 5-5 4\p 

20 x 18 1-115 x 3-5 3 
20 3-9 32 
24 4-5 4 
26 4-9 4 
28 5-1 4, 
30 5-5 5 

FIVE LIGHTS—4V/1 

24 x 16 2- 354 x 3-1 3, 
18 3-5 4 
20 3-9 4 
23 4-1 4, 
24 4-5 4l, 
26 4-9 5 
28 5-1 5l2 
30 5-5 5l, 


(Continued) 
For double thick glass, add 1 lb. to each sash. 
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Size of Glass 


GLAZED WINDOWS 


Outside Dimensions Weights Required 


FIVE LIGHTS—4V/1 (continued) 


27x 14 
16 
18 
20 
22 
24 
26 
28 
30 
28 x 18 
20 
24 


30 x 16 


32 x 24 


2- 654 x 2-9 


ES STS a Co 
Ci © U1 CLO © Ole OO 


SIX LIGHTS—5V/1 
2- 954 x 3-1 


i] 
AnH oneon 


2-115% x 


Anonnne 


3- 354 x 


CLG te OUT OUST Be es G9 C0 


314 


SEVEN LIGHTS—6V/1 


40 x 24 
26 
28 
30 


- 754 x 4-5 
9 


5-1 
5-5 


8 
814 
9 
91 


For double thick glass, add 1 lb. to each sash. 
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aaa! WINDOW BALANCE 


EXPE. D 
A Substitute for Weights and Cords 
For Windows not over 5’ 5” high 


Guaranteed for life of building when properly 
installed. 


Particularly adapted to old 
windows which are not hung 
with weights. They require 
no alteration in frame, as 
balances are attached to sash 
with minimum amount of 
labor. 


By using Unique Balances 
windows may be close to each 
other, no space being required 
for weight boxes. Weather- 
tight construction, as there 
are no pulley holes or pockets 
for cold air to blow through, 
and jambs may be set tight 
against stud or brick. 


Balances may be removed 
and replaced without re- 
moving window. Unique 
Balances have been used for 
many years and have given 
satisfactory service. They 
eliminate weights, cords, 
pulleys and make possible 
narrow mullions. 
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GRAND RAPIDS O 
Legos [as YC 


Z 


wz LR 


This Sash Balance gives guaranteed perfect 
performance when installed according to simple 
and clear instructions’on carton. Outstanding 


features— 


Simplified Top 
Fastener is 
much easier to 
install and gives 
permanent ri- 
gidity with 
l-inch round 
head screw. 


Spring Steel 
Bearing Arm 
adjusts auto- 
matically to dif- 
ferent degrees of 
sash fit. 


Guide Bracket 
opening is exact di- 
ameter of . balance 
bottom, giving snug 
fit without binding. 


Invisible, no ex- 
posed tubes, tapes 
and cables entirely 
eliminated. 


Interchangeable. 
Same size fits top and 
bottom sash. 


Corrosion Proof. 
Special electro-galva- 
nized finish resists at- 
mospheric corrosion. 
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STORM WINDOWS 


GLAZED OUTSIDE OR 


TWO LIGHTS—1 ly” Thick 


Size of Outside Size Outside 
Glass Dimensions of Glass TL imensions 
131x24 1-51x4- 6 18 x24 1-10 x4- 6 
26 4-10 26 4-10 
28 5- 2 28 5- 2 
30 5- 6 30 5- 6 
14 x28 1- 6 x5- 2 32 5-10 
30 5- 6 34 6- 2 
15 x24 1- 7 x4- 6 36 6- 6 
26 4-10 20 x16 2- 0 x3- 2 
28 5- 2 18 3- 6 
30 5- 6 20 3-10 
32 5-10 22 4-2. 
34 6- 2 24 4- 6 
36. 6- 6 26 4-10 
16 x16 1- 8 x3- 2 28 5- 2 
18 3- 6 30 5- 6 
20 3-10 32 5-10 
22 4- 2 34 6- 2 
24 4- 6 36 6- 6 
26 4-10 21 x18 2- 1 x3- 6 
28 5- 2 221% 4- 3 
30 5- 6 VRE SOW 2- 2 x4- 2 
32 5-10 24 4- 6 
34 6- 2 26 - 4-10 
36 6- 6 28 5- 2 
18 x16 1-10 x3- 2 30 5- 6 
18 3- 6 32 5-10 
20 3-10] 24 x14 2- 4 x2-10 
22 4- 2/} 16 3- 2 


(Continued) 
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STORM WINDOWS 


TWO LIGHTS (continued) 


Size Outside Size Outside 
of Glass Dimensions of Glass Dimensions 
24 x18 2- 4 x3- 6 | 28 x26 2- 8 x4-10 
20 3-10 74H 5- 0 
Hp) 4- 2 28 5- 2 
24 4- 6 30 5- 6 
26 4-10 30 x16 2-10 x3- 2 
28 5- 2 18 3- 6 
30 5- 6 20 3-10 
32 5-10 22 4- 2 
27 xil4 2- 7 x2-10 24 4- 6 
16 3- 2 26 4-10 
18 3- 6 23 5- 2 
20 3-10 30 5- 6 
22 4- 2 RYS vedi! 3- 0 x4- 6 
24 4- 6 26 4-10 
26 4-10 36 x20 3- 4 x3-10 
28 5- 2 22 4- 2 
30 5- 6 24 4- 6 
28 x16 2- 8 x3- 2 26 4-10 
18 3- 6 28 5- 2 
20 3-10 30 5- 6 
24 4- 6 


FOUR LIGHTS—114” Thick 
101x18 2- 1x3- 6 | 131/x28 2- 7x5- 2* 


221/y 4-2 30 5- 6* 
12 x16 2- 4x3- 2* 32 5-10 
18 3- 6*|14 x16 2- 8x3- 2 
20 3-10* 18 3- 6 
22 4- 2 20 3-10 
24 4- 6* 24 4- 6* 
25 4- 8 26 4-10* 
26 4-10' 23 5-025 
28 5- 2* 30 5- 6* 
30 5- 6 32 5-10 
1314x16 2- 7x3- 2*|15 x16 2-10x3- 2 
18 3- 6* 18 3- 6 
20 3-10* 20 3-10* 
22 4- 2* 22 4- 2 
24 4- 6* 24 4- 6* 
26 4-10* 26 4-10* 


(Continued) 


*Denotes Slide Lights in stock. Storm Sash of W. P. 
Pine, bedded, toxic treated. 
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STORM WINDOWS 


FOUR LIGHTS (continued) 


Size Outside Size Outside 

of Glass Dimensions of Glass Dimensions 
15 x28 2-10x5- 2*| 18 x20 3- 4x3-10 
30 5- 6* 22 4- 2 

32 5-10* 24 4- 6 

34 6- 2 26 4-10 

36 6- 6 28 5- 2 

16 x20 3- 0x3-10 30 5- 6 
72 4- 2 ay 5-10 

24 4- 6 34 6- 2 

26 4-10 36 6- 6 

28 5- 2*| 20 x24 3- 8x4- 6 

30 5- 6* 26 4-10 

32 5-10 28 5- 2 

34 6- 2 30 5- 6 

36 6- 6 32 5-10 


TWELVE LIGHTS—1 4” Thick 


6 x 8 1-10x3- 2 9 x14 2- 7x5- 2 
iaex 19 2- 1x3- 6 15 5- 6 
8 x 8 2- 4x3- 2 16 5-10 
9 3- 6 | 10 x10 2-10x3-10 
10 3-10 11 4- 2 
11 4- 2 12 4- 6 
12 4- 6 13 4-10 
13 4-10 -14 5- 2* 
14 5- 2 15 5- 6* 
9 x8 2- 7x3- 2 16 5-10 
9 Peed 1G 17 6- 2 
10 3-10 18 6- 6 
11 4- 2 | 11 x15 3- 1x5- 6 
12 4- 6* 16 5-10 
13 4-10* 


FIFTEEN LIGHTS—1}4” Thick 

(ax Oe 2-0 1a X47 Ome x LO 2- 4x4- 8 
SIXTEEN LIGHTS—1}4” Thick 

8 x10 3- 0x3-10 Sexis 3- 4x4-10 


12 4-6 | 10 x12 3- 8x4- 6 
i) ra 3- 4x4- 2 13 4-10 
12 4- 6 


Merrill type Storm Sash Fastener makes the 
window tight but can be adjusted to admit air. 
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PAIRS CHINA CLOSET SASH 


W. P. Pine—Putty Glazed 


FOUR LIGHTS—114” 


Size of Door 


Size of Door 


FOUR LIGHTS—134” 


TEN LIGHTS—13,” 


3-4 x 4- 0 
4-0 x 4- 0 
3-4 x 4- 6 
4-0 x 4- 6 


40 HASTINGS means QUALITY 


GLAZED CELLAR SASH 


LJ 0 


[SOR 


LJ 


a 


Bae 


Ho Jo 


ONE LIGHT 

Size Outside Size Outside 
of Glass Dimensions of Glass Dimensions 
7x 9 0-1014x1- 0144 | 10x12 1- 114x1- 314 
8x10 0-111,4x1- 14, 14 1- 514 

12 1oal4 15 1- 6, 
9x12 1- 014x1- 31, 16 1- 7, 

13 1- 44 


TWO LIGHTS 


7x 9 1- 536x1- 014 | 10x14 1- 1134x1- 514 
8x10 1- 73gx1- 144 15 1- 644 
12 eA 16 177 
9x12 1- 93¢x1- 314 18 1- 944 
13 1- 414 20 1-114 
14 1- 514 | 12x15 2- 33¢x1- 614 
10x12 1-1134x1- 344 18 1- 914 
THREE LIGHTS 
6x 8 1- 954x0-1114 | 9x16 2- 654x1- 714 
7x 9 2- 05¢x1- 014 18 1- 914 
8x10 2- 354x1- 114 | 10x 8 2- 956x0-111, 
12 1- 31, 10 1- 114 
9x 7 2- 656x0-101, 12 1- 314 
9 1- 014 13 1- 44% 
10 1- 14 14 1- 514 
11 1- 244 15 1- 64 
12 1- 34% 16 1- 714 
13 1- 414 17 1- 814 
14 1- 514 18 1- 94 
15 1- 6, 20 1-114 


(Continued) 
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GLAZED CELLAR SASH 


THREE LIGHTS (continued) 


Size Outside Size Outside 
of Glass Dimensions of Glass Dimensions 
11x15 3- 054x1- 614 | 12x14 3- 35¢x1- 514 
16 sk op 15 1- 6, 
17 1- 81, 16 1874), 
18 1- 914 18 1- 91, 
20 1-111, 


FOUR LIGHTS LONG 
6x 8 2- 356x0-1114 | 10x12 3- 754x1- 314 


7x 9 2- 754x1- 014 13 1- 44, 

8x10 2-1154x1- 114 14 1- 514 
12 1431/, 15 1- 61, 

9x12 3- 35¢x1- 31, 16 lena, 
13 1- 41, 


FOUR LIGHTS SQUARE 
6x 8 1- 33x1- 73% | 10x12 1-1134x2- 33% 


7x 9 1- 536x1- 93% 13 2- 53% 

8x10 1- 736x1-113% 14 robe BE 
12 2- 33% 15 2- 934 

9x12 1- 936x2- 33% 16 2-1134 
13 2- 53% 


SIX LIGHTS 


6x 8 1- 954x1- 73% 9x14 2+ 63¢x2- 73% 
7x 9 2- 054x1- 934 15 2- 93 


8 

8x10 2- 356x1-113% | 10x10 2- 95@x1-113%% 
12 2-334, 12 2- 334 
9x11 2- 656x2- 134 13 2- 534 
12 2- 334 14 2- 734 
13 2- 534 15 2- 934 


HASTINGS Cellar Sash are 114” thick and 
may be used as Barn Sash. Made of Pine, toxic 
and water repellent treated to close wood pores 
against moisture absorption. Glass bedded in 
putty. 


42 HASTINGS means QUALITY 


HOT BED SASH 


Made from W. P. Pine or Cypress, treated 
with toxic preservative, and putty glazed with 
single or double thick glass lapped or long lights. 
Cross bars of hardwood. In ordering specify 
number of lights. 


SKYLIGHTS 


THREE LIGHTS 


2-0 x 2-6 
2-0 x 3-0 
2-2 x 3-2 
La AW bree ino: 
fully treated with a 2-4 x 3-4 
wood preservative. to 
make them more satis- 2-6 x 3-0 
factory for exterior 2-6 x 3-6 
usage. Three lights of 2-6 x 4-0 
single or double thick 
glass lapped or long 3-0 x 4-0 
lights, putty gluzed. 3-0 x 5-0 


i 
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SINGLE SASH 
134” W. P. Pine, toxic treated, putty glazed. 


ele dl 


1-Light 6-Light 8-Light 10-Light 


2-0 x 2-0 2-0 x 2-0 3-0 x 2-0 4-0 x 2-0 
2-6 x 2-0 2-6 x 2-0 

2-6 2-6 
3-0 x 2-0 


HALF CIRCLE SASH AND FRAMES 
134” thick W. P. Pine, toxic treated, glazed. 


Size Stud Opening 


2-6x1-3 2-814x1-71, 
3-0x1-6 3-214x1-9 


QUARTER CIRCLE SASH AND FRAMES 


13g” thick W. P. Pine, toxic treated, glazed. 
Right and Left Position. 


Size Stud Opening 
1-6 x 1-6 1-814 x 1-9 
2-0 x 2-0 2-214 x 2-3 


With or Without Band Moulding 


44 HASTINGS means QUALITY 


GABLE FRAMES and SASH 


Made of clear W. P. 
Pine, * completely rot 
and termite proofed. 
Set up, ready to in- 
stall. Frame squared 
on inside. Carton 
packed. 13” thick. 


Sash l'rame Sash Opening 
No. 1291 No. 1282 2-0 x 2-0 
2-6 x 2-6 


Outside Casing 1], x 274” 


Made of clear W. P. 
Pine, completely rot 
and termite proofed. 
Set up, ready to in- 
stall. Frame squared 
on inside. Carton 
packed. 13’ thick. 


Sash Frame Sash Opening 
No. 1293 No. 1292 2-0 x 2-0 
2-6 x 2-6 


Outside Casing 114 x 27/2” 


Made of clear W. P. 
Pine, completely rot 
and termite proofed. 
Set up, ready to in- 
stall. Frame squared 
on inside. Carton 
packed. 13” thick. 


Sash Frame Sash Opening 
No. 1297 No. 1298 1- 6x1- 6 
1-10 x 1-10 
2- 4x2-4 


Outside Casing 114 x 274” 
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LOUVERS and FRAMES 
RECTANGULAR LOUVERS 


Style Opening 
1301-03; O- 3x 2-6 
3-6 
O- 6x 2-6 
3-6 
0- 8x 2-0 
2-6 
0-10 x 1-6 : 
2-0 NO. 1301 
2-6 
1- 2x 1-6 
2-0 
2-6 
1- 8x1-6 
2-0 
2-6 
1- 6x 1-6 
2- 0x 2-0 


NO. 1303 


Made of clear W. P. Pine, completely rot and 
termite proofed. Fit any type of wall. Backs 
of louvers screened with 16 mesh galvanized 
screen. Removable plywood back covers. 
Openings given are between jambs. 


TRIANGULAR LOUVER 


Style Opening 

1310... 4-0x1-4 
4-6 x 2-0 
5-0 x 2-6 


NO. 1310 


Made of clear W. P. Pine, completely rot and 
termite proofed. Set up, ready to install. Fit 
any type of wall. Backs of Louvers screened 
with 16 mesh galvanized screen. Removable 
plywood back covers. Openings given are be- 
tween jambs. 
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BLINDS AND SHUTTERS 


Blinds Panel Slat Designs 
Stat. Slats Shutters Shutters of Cut-Outs 


SHUTTERS 

Pine shutters are made to order in any style 
shown on pages 44 and 45. Suggested cut-out 
designs are illustrated for your convenience in 
ordering. Specify type of shutter and cut-out 
number. Shutters hung with S hooks are an 
attractive decorative treatment for a Colonial 
style dwelling. 

BLINDS 

Blinds of W. P. Pine made to order to any 
detail. All slats stationary. Detail Blinds and 
Shutters cannot be returned for credit. 


BLIND TRIMMINGS 
Wire Blind Trim complete with Screws (set) 
114” Back Flaps (pair) 
Wire Blind Trimmings, Galvanized (set) 
Brick Blind Trimmings with Screws (set) 
S Blind Hooks, Black (pair) 
S Blind Hooks, Galvanized (pair) 
Blind Trimmings Complete, Brick Veneer (set) 


SASH CORD 
No. 7 White Braided No. 7 Spot 
No. 8 White Braided No. 8 Spot 


No. 9 White Braided No. 9 Spot 
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BLINDS AND SHUTTERS 


Raised Panel Two-Panel and 
Shutter Slat Shutter 


48 HASTINGS means QUALITY 


CUPBOARD DOORS 


FLUSH DOOR | PANEL DOOR 


Gumwood face. 34’ Flat panel, 2. sides, 
lipped rounded edges. solid sticking. 34” 
Overall size °@’’ over thick. Pine stiles and 


opening. rails, fir veneer panel. 
Size of Door Size of Door Size of Door 
1- 0x 2-0 1- 0x 3-0 1- 0x 4-0 
1- 2 1- 2 1- 2 
1- 4 1- 4 1- 4 
1- 6 1- 6 1- 6 
1- 8 1- 8 1- 8 
1-10 1-10 1-10 
2- 0 2- 0 2- 0 
1- 0x 2-6 1- 0x 3-6 1- 0x 4-5 
1- 2 1- 2 1- 2 
1- 4 1- 4 1- 4 
1- 6 1- 6 1- 6 
1- 8 1- 8 1- 8 
1-10 1-10 1-10 
2- 0 2- 0 2- 0 
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PINE AND FIR ROOM DOORS 
SIX PANEL COLONIAL 


Ovolo Sticking and Light Raised Panel, 


Two Sides 
Size of Door Thickness | Size of Door Thickness 
2- 0x6-0..... 134” 2- 6x6-6..... 134” 
2-520) eee 130785 eee 134” 
2~ AP) eee 13672) |ilee4x6-87. 134” 
2- Gan 13ca7 tier 134” 
2o145G-4 Tee ll-S oe 134” 
2. Gl ane Toe it-10 8. ke 134” 
1= 4x6-6.604. 134.5 |52-10) =. a 134” 
16) ee 155 el 2a ee 134” 
ts 13628 | 2-540 3 134" 
1-10 13679 k2oeG* Pee 134” 
2-0 134” 2 8 ee 134” 
oa 135) |2105e 134" 
2th Sed ge 13,0 123-90 Ser 134” 
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FOUR PANEL ROOM DOORS 


FLUSH MOULDING BEAD AND COVE 


O. G. Moulding, Light Raised Panels, 2s. 
Bead and Cove Moulding, Fiat Panels, 2s. 
Flush Moulding, Flat Panels, 2s. 


Pine, Fir, Pine, Pine, 
OUG: B. &C. Flush Flush 
Size of Door Moulding Moulding Moulding Moulding 
2- 0x 6- 0 Teg el aes 
95 4 134” 134” 
on 6 13%” 134” 
2-4x6- 4 13 i 
2- 0x 6- 6 134” 134” 134! 
= 2 134” 134” 13% 4 
he 4 134” 134” 134” 
Wa 6 134” 134” 13%”’ 
Vas 8 134” 134” 134” 
2- 0x 6- 8 134” 134” 134” 
a ” 134” 134” 13%"’ 
os 4 134” 134” 134” 
926 134” 134” 134” 
pas 8 134” 134” 134” 134” 
2-10 x 6-10 134” 
3- 0x7- 0 134” 


Sizes listed earried as warehouse stock. 
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FIR ROOM DOORS 
FIVE CROSS AND TWO PANEL 


ean 


Bead and Cove Moulding, Flat Panel. 
Non-Shrinkable Three-Ply Panels. 
This Moulding is run on the stiles and rails, and 
is a part of each, and not nailed, thus insuring 
durability as well as economy of manufacture. 


Size Thickness Size Thickness 


2- Ox6- 0 134” 1- 8x6- 8 13%” 

2- 2 134” 1-10 134” 

Joa. 134” PEO 134” 

2- 6 134” 2- 2 134" 

2-88 134” 2- 4 134” 

2- 4x6- 4 134” 2- 6 134” 134" 

2- 6 134” 2-8 134” 134” 

1- 4x6- 6 13%” 2-10 134” 

1- 6 134” 3- 0 de Add 

1<.8 134” 2-10x6-10 134 134” 

1-10 134” 2- Ox7- 0 134” 

2- 0 134” 2-54 134” 

2072 134” 2- 6 134 134" 
4 13 Mt Da 8 134” 13 ” 

2-16 134” 134'12-10 134” 134” 
8 134! 3="0 134” 134” 

x6- 8 134” 3- 6 13," 
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BIRCH VENEERED ROOM DOOR 


Section 


Size of Door 


Thickness 


Size of Door 


134” 
13 Mu 


! 
— 


_ 
SCOMMDOAND FOf 
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ROOM DOORS 


IDEAL—FIR 1-PANEL—FIR *MIRROR DOOR 


Ideal—Size Thickness One Panel—Size Thickness 
2- 0xG-0.... 13%” 2- 0x6-0.... 134” 
2- 2 Pe 13%” 2- 2 Suokewe 134” 
pee Cee GEO ee Oe TEAS 
2256 Tay £1362 ks 26 2 ee 
1- 4x6-6.... 134" | 2-8 Oe Ee 
1- 6 sag SAG 1- 4x6-6.... 134” 
1- 8 134” 1- 6 yon) IRA 
org 13, eas 134" 
2- 2 134” 2- 0 134” 
2o04 134” | 2-2 134" 
2- 6 134” 2- 4 ste Set AM 
2- 8 134” 2- 6 Mes ee 
1- 4x6-8 134” 2- 8 Aa 134” 
et 13G0BH 61>'4 x 6-87) 9) 1340/ 
1- 8 134” 1- 6 134" 
2- 0 134” 1- 8 Re ee Ae 
2- 2 134” 1-10 ee 134” 
2A 13%" | 2-0 er eo 
2- 6 134” 2- 2 Ba AY 
2- 8 1340 2-74 ake 
2-10 134” 2- 6 tee. 16 
3- 0 133” | 2-8 Oban AG 


*Mirror Doors installed on surface of any interior 
or room door. 


° 
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FLUSH ROOM DOORS 


HOLLOW CORE FLUSH DOOR 


Size of Door Size of Door Size of Door 
2-0 x 6-0 1- 8x 6-6 1- 6x 6-8 
2-4 1-10 1- 8 
2-6 2- 0 1-10 
2-4 x 6-4 2- 2 2- 0 
2-6 2- 4 2-4 
1-4 x 6-6 2- 6- 2- 6 
1-6 2- 8 2- 8 
3- 0 


Our quality Hollow Core Flush Doors are 13%” or 
13%” thick. All doors are sanded, squared and 
trimmed to net size, thus requiring minimum instal- 
lation time. 

The inner core construction of these doors is a 
series of small ventilated air cells built up in grid 
form of W. P. Pine interlocking strips, on which 
base or core unsel. gum veneers are applied. Faces 
are built up of two plies of well matched veneers. 
Stiles and top rails are 414%” wide, built up of core 
blocks with one-piece pine edge strips. 

This construction produces a stronger and lighter 
door in weight which will not sag or shrink and one 
capable of acclimatizing itself to varying conditions 
of temperature and humidity. 
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Roddiscraft FLUSH DOORS 


SOLID CORE FLUSH DOOR 


Size of Door Size of Door Size of Door 
2- 4x6-8 1-10 x 7-0 3- 0x 7-0 
2- 6 2- 0 3- 2 
2- 8 Z=02 3- 4 
2-10 2- 4 3- 6 
3- 0 2- 6 3- 8 
1- 6x7-0 2- 8 3-10 
1- 8 2-10 4- 0 


The Door that is identified by the 
Dowel—and guaranteed by the Bond 


Roddiscraft Solid Core Flush Doors are 134” thick 
and made of Birch Rotary Unsel., full waterproof 
glued and belt polished. 


Each door is permanently identified by the built- 
in red, white and blue Roddiscraft dowel, inde- 
structible as the door itself. There can never be a 
question of quality or responsibility and these doors 
are FULLY GUARANTEED. 


The standard construction of these doors fuses 
the wood fibres and welds the core, cross-banding 
and face veneer into a single unit, absolutely water- 
proof, verminproof and fungiproof, with inherently 
high resistance to fire and sound. 
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SIDE AND REAR DOORS 


C-7 OR PAT. M. C-7 OR PAT. E 


C-7 OR PAT. M 


W. P. Pine, Flush Moulded, Two Sides, 


Size of Door 


Beads for Glass 


Thickness 
ye, ree ger cah ne ope 134” 
pA PE Bae B Fence 134” 
F Alida 5 Se 134" 134” 
Se ek eee ee 134” 
Se tet scald dM ent 134” 134" 


C-7 OR PAT. E 


Fir, Bead and Cove Moulded, Two Sides, 


Size of Door 


3- Ox6- 8 
3- 0x7- 0 


Beads for Glass 


Thickness 
Tie Wish ee an 13,” 
SO Fees Fe 134" 
Oe Ba cee eee 134” 134,” 
| eer RPE eo Me ihe: 134” 134” 
MO ee 134” 134" 
LeveL SD sie. Mey 134" 
a te ies Sia) 134” 134!" 
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SIDE AND REAR DOORS 


C-4 OR PAT. L PAT. X 


C-4 OR PAT. L 
Pine Ovolo Moulded, Two Sides, Beads for Glass 


Size of Door Thickness 
2x 66 eens. cal 1340) 8813/7 
2=26;X 6-5 Se rs ae ee ee 134” 134” 
QU Six G-. Shen) hee 13,” 134" 
SOs Gooner his oe coe ake 134" © 134” 
2210% 6-10St cee ye ee 1347 2137" 
3= Ox TOR eat te ee 13, 13; 
ee ee ee Oe 
BA Lek 

Pine Ovolo Moulded, Two Sides, Beads for Glass 
Size of Door Thickness 
2396-x G= i Gage ieer ws pie tenon 134” 134" 
2-16 x Gc a ee 134" 9134/7 
239s CUES ey ae to 13,” 134” 
3- Ox Gorse 13,” 
21e G10 eee oe 134! 

Six 7-10. ee oe ee & 134" 134" 
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SIDE AND REAR DOORS 


PAT. 154 
Fir, Beads & Cove Midge: Baia Panel, Two Sides 
PAT. F 
Size of Door Thickness 
2=2:6:x 6= Gis oa otto preter 134” 134” 
224 XG =18 Loe ore avtocs ates 134” 
es CaM RR a eH TNO 134" 113,08 
2a 8X Ga8 cpt cates teste Les Batons 13" 134” 
S=0x 6-8 ser era ee te 134” 134" 
2=10:x.6-10 20 eas fee eee 134” 134” 
Pe OG | COMO ict Sirk a 13,” 134." 
pit ee, Et, de ye eee 1347 1347 
2-10 xia" Or ere tee rs antes 132” 
32087 =: 0 exe alg et 134” 134” 
PAKS 
Size of Door hickness 
2-G'X'6-Gii oar a oe oes chats 134” 134,” 
2-6'X.6-8 Sepa e he eae 134” 
28x C8 ght eee 134” 134" 
3-0x7-0..... Lives 13/ ‘4 
PAT. 154 
Size of Door Thickness 
2NGx 6-64, eee 13%," 134" 
iB Ga 8A eee 134” — 134" 
2=10;x 6-100 oo eee J 34" 
3-1 0 X50 0L ee sae eee 134” 134” 
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FRENCH DOORS’ 


PAT. A 

PAT. A—Pine, glazed, putty or beads 
Size of Door Thickness |Size of Door ‘Thickness 
2- Ox6- 6 13%” 3- Ox6- 8 134” 134” 
2- 4x6- 6 13%” 2-10x6-10 13%” 134" 
2- 6x6- 6 13%” 134” 2- Ox7- 0 134” 
2- 8x6- 6 134” 134"|2- 6x7- 0 134” 134” 
2- 4x6- 8 134” 2- 8x7- 0 134” 134” 
2- 6x6- 8 13%” 2-10x7- 0 13,4” 134” 
2- 8x6- 8 13%” 134/"|3- Ox7- 0 134” 134” 

PAT. AA—Pine, glazed, putty or beads 
Size of Door Thickness |Size of Door Thickness 
4-0x6-6 134” 4-4x6-8 = 134” 
4-4x6-6 136” 4-0x7-0 134” 134” 


4-0x6-8 134” 13,” 
PINE ASTRAGALS 


Flat:154"7.7-0 & 8-0. | °T??.134"), . oa: 7-0 
Ty py 1 re CPW IDG EYAL ie i le 8-0 
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MISCELLANEOUS DOORS 


TOILET DOORS 
Fir, Bead and Cove 
Moulding 
Size of Door—2-2 x 5-0 
114%” Thick 


SHORT DOORS 


We can cut off one or more panels and rails of 
stock Five-Cross Panel doors to make the sizes 
as shown below. 

In case odd sizes are required, it will save you 
time and expense to be guided by this list. 


FIVE-CROSS PANEL 


6- 0 6- 6 6-10 
6- 4 6- 8 7- 0 
FOUR-CROSS PANEL 
4-11 5- 41, Sar7 
5- 21, 5- 514 5- 814 
THREE-CROSS PANEL 
3-101, Ad, 4- 4, 
4- 03, 4- 314 4- 5% 
TWO-CROSS PANEL 
2- 93, 3- 014 aeelay 
2-111, erat 3- 214 
ONE-CROSS PANEL 
1- 9 1-101, 1-11, 
1-10 1-103, 1-111, 
PINE BULKHEAD DOORS 
Size of Door Thickness 
BAS Gall oe Syed iy 2 yk 134,” 
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COLONIAL FRONT DOORS 


PAT. 100 PAT. 102 


PAT. 100 


W. P. Pine, Bevel Raised Panél Two Sides, 
Ovolo Moulding 
Also in Douglas Fir (Pat. 2C0) 


Size of Door Thickness 

2=2 OX) O= 5s hela, OE mete ere 134” 

SLOGAN ee cee ee 13,” 

2=10:x. 6-10 Se ee re ee eee 134” 

3-0 TO te Soe Te ee 13,” 
PAT. 102 


W. P. Pine, Raised Panels Two Sides, 
: Ovolo Moulding 


Size of Door Thickness 
2-8: 6=8 sony ts wane hae ya eee 134” 
3-0) X:6-8 sR eed eet ee ee tee 134” 


. Sivas lee te ‘4 
3-0 x 7-0. "SE AMI Nghia i I Baza. Sala do 134” 
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sean FRONT DOORS 
aéa aaa 


PAT. 105 PAT. 107 PAT. 108 


W. P. Pine or Douglas Fir, Bevel Raised Panels 
Ovolo Moulding 2s 


PAT. 105 
Size of Door Thickness 
2=8:°x 6-8: set An re gee 134” 
3-0 X 6-8-5. 5s PE eee 134" 
3-0x7-0..... ate tea areyhrs Mt iyar. ate Le A ag 
PAT. 107 
Size of Door Thickness 
528 < GR ee eee ee 1342 
3=30:x 6-385 25% 8 ree eer 134” 
2=-10:x'6=10 es ee eee es ae 134” 
S501 Unin eE ee 13," 
PAT. 108 
Size of Door Thickness 
25'S: x G28 ea ass: oe maces 134” 
AOS Gerd ne ee ee eoeaee 34," 
O16 s 62100. tee 13/,/" 
BOs TANS Rs lee te ne 13,” 


eel a lai a da a SE iat en 
Open or Glazed with Plain Glass or Bulls-Eyes 
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COLONIAL FRONT DOORS 


PAT. 130 PAT. 110 
PAT. 130 
W. P. Pine, Raised Panel Two Sides, Cove 
and Bead Moulding, Open or Glazed 
Also in Douglas Fir (Pat. 230) 


Size of Door Thickness 

Tite HS. ah edit Hel Face ert Sin EN Ne hie) cy ee 134” 

=X G-.S Sete’ ace cere ee ae 134” 

Se10ss' 6-10 hes Seid 34!" 

EN ey Peay bone ae 13,” 
PAT. 110 


W. P. Pine, Raised Panel Two Sides, 
Ovolo Moulding, Open or Glazed 
Also in Douglas Fir (Pat. 210) 


Size of Door Thickness 
320%. 6-8 Been Pe date Oe hae er one eels 134” 
S50 x 7D Sees A ees os ce ey 


Hastings Front Doors of true Colonial pattern 
are famous for their well-proportioned | design, 
quality materials and exacting workmanship. 
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ENTRANCE DOORS 


yee NUN Vee PAT. R 
PA lies 
W. P. Pine, Open or Glazed 
Size of Door Thickness 
OE oe GATS te wy ees 134." 
SSO 6a18 Oe e 13," 
Dl Oe G=10 Heater re enti ‘fa 3/8 
SO Oe Me ia eee 13;,"" 


ae 


PAT. R 
W. P. Pine, Open or Glazed 
Size of Door Thickness 
Dab Bic Gam oie ier etree re watae Seer «ete ars 134,” 
2 OXKIG =a Sek mec ie arr ero are arr. 134” 
9210 x61 Osi! aoe es be ee 134” 
oO bs One cee a 13/4” 


| 
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ENTRANCE DOORS 


F-1 OR PAT. M F-6 OR PAT. B 
F-1 OR PAT. M 


W. P. Pine, Raised Moulding One Side, 
Flush Moulding One Side 
Open or Glazed 


Size of Door Thickness 
2% 6x: GaoG Steet a bra ake 134” 

2-76 Xi6=18 5.8 ae ne ie oe 134” 
FARRELL ee 1641 3) 
2-10 x 6-10 2) Sie se nee 134" 
3-20 (=O eee 1 34 134” 


F-6 OR PAT. B 


W. P. Pine, Outside Raised Moulding, 
Inside Flush Moulding, Flat Panel Two 
Sides—Open or Glazed 


Size of Door Thickness 
a OX OnF Oh racic. cieiets sec eee ee cies aa 134” 
2=\8:%: GH. Bp The te sete lem eepiee 134” 
2=1 0%: 6-1 0 See ee ee eee 134" 
i es cy Sd | JAE UR MIE RG er ee ence 134” 
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ENTRANCE DOORS 


F-8 OR PAT. J S-7 OR PAT. S-1 PAT. D 


F-8 OR PAT. J 
W. P. Pine, Raised Moulding 18, Flush 
Moulding 18, Flat Panels 2S 


Size of Door Thickness 

O28 Goro te ee 13,” 134" 
2510:x6-10 8 sect eee 13/,"' 
Sa0 x70 bie a ne tone 13,2 
3-6 xX 7=1.0.28-s- sel eee ee 134" 


S-7 OR PAT. S-1 
W. P. Pine, Raised Moulding 18, Flush 
Moulding 18, Water Table, Flat Panels 28 


2.58 = 62°85 en Te 13; 
2-10 x:6510,00) See ee eee 13/,!" 
3= 0:7 = 104 oe ween 134” 
PAT..D 
W. P. Pine, with Beads or Putty Glazed 
32-6 Gs 6 Sided tee aac kaa 13/,” 
Pet Ed ot veer trey 134.” 
3=5 0.x 6-7 Saenger ne 134” 
2-105 6-10 cee 13; 


A. W. HASTINGS & CO., INC. 67 


ENTRANCE DOORS 


F-19 OR PAT. V-1 490 OR PAT. N PAT. 635 


F-19 OR PAT. V-1 
W. P. Pine, Plain Raised Moulding without 
Water Table, Open or Glazed 


Size of Door Thickness 


SR GS ee a 13/,” 
DT 06810 5 ee Lee 134” 
32 OT NOt oe ee ee 134.” 
31 6X 1a 0 set heen ee ae 134” 


490 OR PAT. N 
W. P. Pine, Square Moulding around Glass, 
Open or Glazed 


Size of Door Thickness 

Pans GR oe Serres EAE EAL 

BA10 x.G210 eae ee he 13/4” 

S=4 OX lat Ola tee RS eee 134” 
PAW Gs> 


W. P. Pine, Bead and Cove Moulding, 
No Water Table, Open or Glazed 


Size of Door Thickness 
Dat XO 5 AMO ne cients © en onak oy aus SRR 134” 
21 OSG= 10 ee A ec ees cain es oe 134” 
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ENTRANCE DOORS 


500V 


IIeavy Veneer V-Joint Doors in 
W. P. Pine or Plain White Oak 


Size of Door 


V-Joint Doors 
may be furnished 
from stock with 
square or odd 
shaped heads, and 
with one large 
or several small 
square lights. In 
ordering, give 
distance from top 
of door to glass. 
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ENTRANCE DOORS 


Thickness 
1 34/" 


This door permits a variety of designs and 
sizes as top may be cut to any style head, shown 
in illustration, and any size or shape of glass 
opening may be cut in any part of door. _ 

Core is built up of W. P. Pine core blocks of 
varied lengths with staggered joints. Extra edge 
strips allow ripping of 2’’ each side so door can 
be cut to 2’-10” or 2’-8”” without exposing core. 
Veneers are 14” thick to allow for V grooving. 

In ordering specify style of head, whether or 
not V-grooved, size, style and position of glass. 
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COMBINATION DOORS 


W. P. Pine, 114” thick, 12-light glazed. sash; 
16-mesh bronze or galvanized wire screen insert. 


STORM AND SCREEN DOORS 


. 


| 


W.P. Pine or Douglas W. P. Pine, 114”thick; 
Fir. 114” thick. 16-mesh screen. 


SIZES OF COMBINATION-STORM-SCREEN DOORS 
2-6 x 6-7 3- 0x6- 9 2- 8x7-1 
2-6 x 6-9 2-10 x 6-11 2-10 x 7-1 
2-8 x 6-9 2- 6x7- 1 3- 0x7-1 
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GARAGE DOORS 


Opening 


ARISTOCRAT—PAIRS 
Douglas Fir, V-Jointed Two Sides. 
Solid, Open or Glazed. 


cut as required. 


Size of Glass 


Set 


Pairs 


134" 
134" 
134’, 


134” 
134” 
134” 


S=O.x90-0 Sees rae cee 
8-0) xi/-Greee ee ae 
8-0 x 8-0 


ARISTOCRAT—SET 
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GARAGE DOORS 


PAT. KK 
Douglas Fir. Plain or Wire Glass 
Size of Door Pat. KIK Pat. KKIS 
82057 -0 eee ee 134” 134” 
8-0’ 1-6 eee ee 134" 134” 
1 3/ ut 1 3/ ur 


PAT. KKK 
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FIR GARAGE DOORS 


t 


PAT. F-686 


2b le a ie ee SS ee 
Size of Door Pat. F-696 Pat. 1001 
8-0:x°7=0 5 Sis es cee 134” 134” 13%” 
8-01-62 « 13,” 134” 
134” 


PAT. 1001 
Douglas Fir, Raised Panel 28, Ovolo Moulding. 
Panels removable to permit glazing. 
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“UNI-ROL”’ 
OVERHEAD GARAGE DOOR 


pe 


Soi ane 


CONSTRUCTION 


Made with W. P. Pine Stiles and Rails of 
substantial width, assembled with giant dowels. 
Panels are laminated Fir. Entire Door is Toxic 
Treated. Door is in two units tongued and 
grooved vertically through the center joint. 
Sturdy pieces of angle iron are furnished to join 
the units, top and bottom, and stiffen the door 
to prevent it from sagging when open. 


Size of Door Thickness 
8-0. x 7-0 : 2 ee eee eee 1 34" 
8-0 x 6-6 eso ee Cee oar Oe ee 134" 


Door comes complete with Stanley “Swing 
Up’”’ Hardware, Lock and Rim Cylinder. 


Door automatically swings up and _ over, 
powered by two strong springs, and rests over- 
head completely inside the garage, out of the 
weather. This door has perfect balance and 
finger touch control and only requires 134’’ head 
room, 214” side room, 
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“UNI-ROL”’ 
OVERHEAD GARAGE DOOR 


Note (below illustration) that door rests com- 
pletely inside of garage when open. Can be 
operated and locked or unlocked from either 
inside or outside with equal ease. The spring 
action is so nicely adjusted that the door practi- 
cally floats to an overhead position. Closing is 


just as easy. 
: HARDWARE 

Stanley Swing-Up type especially designed for 
the UNI-ROL. Made of wrought steel, japanned 
finish. Rollers.are ball bearing. Includes two- 
way locking device with bronze rim cylinder 
equipment, and all screws and bolts necessary for 
installation. Steel weatherstripping is furnished 
for sides to be applied on the inside to both the 
door and jambs. 


LOCK 
Made of wrought-iron steel with spring catch 
on each edge of door which holds door tightly 
closed. Door is opened from inside by a lever 
handle and from outside by a ‘“‘T’’ handle. 
Standard bronze rim cylinder is included. Lock- 
ing deviceis cadmium plated. Two keys furnished. 
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CRAW-FIR-DOR GARAGE DOORS 


NO. 44 
Popular Hight-Panel Garage Door 


CONSTRUCTION 


Made only of genuine Douglas Fir. Panels 
are given a priming coat at factory as additional 
protection against moisture penetration. These- 
door units are also available on special order, 
made up with hot-pressed resin-bonded (water- 
proof) panels. 

Door units pre-drilled to receive hardware 
which is packaged in one compact carton. 


Size of Voor Thickness 
8:0 x 7-0 RUN easy Re ee 134” 


Craw-Fir-Dor is available in one complete 
unit—two factory-drilled fir doors, one 
carton of hardware and detailed instruction 
sheet for simple and rapid installation. 

Only 2” of headroom and 2” sideroom required 


to install. Make opening with inside face flush, 
with finished size 8-0 x 7-0. 
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CRAW-FIR-DOR GARAGE DOORS 


Self-Energizing—One-Piece—Overhead Type 


Here is a door that once accurately installed 
will operate efficiently and quietly. Just a turn 
of the handle and door slides up and out of the 
way. 

Their sturdy dependable service and moderate 
cost make these doors ideal not only for single or 
two-car garages, but for such multiple com- 
mercial installations as apartment house projects 
and motor courts. 

Craw-Fir-Dor hardware consists of a square 
wire torsion spring, mounted on a Torrington 
bearing to provide ultimate in quality and me- 
chanical perfection. Steel weather-stripping 
mounted on each side of door and jamb assures 
a weather tight, non-rattling and non-warping 
door. Locking device consists of superior quality 
lock and key. 


NO. 45 
Fight-Panel with 10’’x8’’ Glass Space provided. 
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FRANTZ ‘‘Over-the-Top’’ 
DOOR EQUIPMENT 


Frantz Door Hardware may be used with 
standard stock doors or on old garage doors and 
does not require specially built, costly doors. It 
lifts the door up overhead, completely inside, 
and properly applied it makes garage doors easy 
to operate. Outstanding features: Steel weather- 
stripped, automatic openers (*), only 214’ head- 
room required, all working parts inside. 

| ra — 


Power Spring and Automatic Opener 
used for types No. 178, 78 and 781. 


Available from Stock: 


NO. 178—for 134” doors 7-0 to 8-0 wide x 6-8 
to 7-3 high and not over 250 Ibs. 

NO. 78—for 134” doors 7-0 to 8-0 wide x 7-6 
to 8-0 high, not weighing over 250 Ibs. 

NO. 781—for 134"’ doors 7-6 to 8-0 wide x 7-6 
to 8-0 high, not weighing over 300 lbs. 

JR. 80—for 13¢’’ doors up to and including 
sizes 8-0 x 7-0, not over 150 lbs. 
*Automatic openers not included. 

OTHER SETS of FRANTZ Hardware available 

on special order for heavier sets of doors. 
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PULL STARTS DOOR UP 


%s 


A SLIGHT 


Ls 


DOOR CONTINUES UP AUTOMATICALLY 


z 


BRAKE STOPS DOOR... NO SLAMMING 


80 HASTINGS means QUALITY 


FRANTZ ‘“‘Over-the-Top”’ 
GARAGE DOOR UNIT NO. 10 


Door is made of Douglas Fir, fully treated 
with toxic preservative, complete with Hard- 
ware. Holes for bolts bored in door at factory. 


Size of Door Thickness 


8-0 x 7-0 Lae ae ee eee 134” 


OUTSTANDING FEATURES: 

Hours easier to install—track and brackets 
eliminate cutting and fitting, only two lag screws 
are required. 

Dollars easier to buy because of mass pro- 
duction. 

Pounds lighter to operate—opens in 3 
seconds. Hanger designed for simplicity and 
ease of operation. Cannot be derailed. 

Two inch clearance above opening, door slides 
up and completely inside of building. Top and 
Bottom Angle Irons make a rigid warp-proof 
unit. Steel weather-stripping keeps weather 
tight. Nothing to get out of order or adjust- 
ment from normal operation. Rigid lifting arms 
are powered by heat-treated and oil-tempered 
steel springs. 
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COLONIAL ENTRANCES 


Specifications and Construction Details 


Section showing application of 
extension jambs for brick veneer 
or masonry walls. 


Reducing mould for adapting 
frame for 2'-8" or 2'-10” doors 


Combination 
Door Here 


as 
—|0 


! 
be) 


Reversible Pilaster can 
be used fluted or plain. 


“Reversible member grooved 
to receive reducing mould. 


Section Through Side Jamb 
Architrave and Pilaster. 


Made of clear W. P. Pine with Oak Sills. All 
parts are rot and termite proofed with toxic pre- 
servative. Casing members are 114”’ thick for 
standard sereen or combination doors. Entrances 
are carefully packed for shipment with horizontal 
parts in one bundle and vertical pieces in one 
bundle. 


Accurate machining and cutting to exact length 
of various parts makes these frames quick to 
assemble and install. Frames are adaptable to 
various size doors. 

Entrances will be furnished as described unless 
otherwise specified. Doors, sidelights and 
transoms must be ordered separately, as other 
designs may be substituted for those shown when 
desired. Give thickness of door and sidelights 
on account of rabbeting the jambs. Specify if 
wider jambs are wanted. 

These Frames can be used in Frame or 
Masonry walls. Extension Jambs required for 
Masonry. 
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COLONIAL ENTRANCES 


NO. 68 


W. P. Pine Head 
set - up. Pilasters 

<. D. machined. 
Triple Frame with 
54%” rabbeted 
Jambs and Oak Sill, 
K.D. One-Piece 10” 
Sidelights and Tran- 
som 1-1” high. Fan 
Panel may be sub- 
stituted for tran- 
som. 


Door Size 


3-0 x 6-8 
3-0 x 7-0 


Sidelights No. 318 
Transom No. 1253 
Fan Panel No. 1254 


W.P. Pine head set- 
up. Pilasters K. D 
machined. Triple 
Frame with 54” 
rabbeted Jambs and 
Oak Sill, K. D. 10” 
Sidelights. 


Door Size 
3-0 x 6-8 
3-0 x 7-0 
Sidelights No. 318 
Reversible _ Pilas- 
ters — Plain or 
Fluted. 


Entrance shown 
with Door Pat. 102. 
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COLONIAL ENTRANCES 


Pe Be oer 


NO. 62 


W. P. Pine Head 
set-up. Reversible 
Pilasters KD: 
machined. Rab- 
beted Jambs 
134”x54%”" _ with 
14%” O.S. Casing 
and Oak Sill, 
K.D. 5%" Riser 
included. 


Dcor Size 
3-0 x 7-0 


(or smaller 
doors) 


Illustrated with 
Door Pat. 110. 


NO. 59 


W. P. Pine Head 
set-up. Reversible 
Pilasters K.D. 
machined. Rab- 
beted Jambs 
134x514” — with 
1%” O.S. Casing 
and Oak Sill, 
K.D. 5%” Riser 
included. 


Door Size 
3-0 x 7-0 


(or smaller 
door) 
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NO. 61 


W. P. Pine Head 
set-up. Reversible 
Pilasters K.D. 
machined. Rab- 
beted Jambs 
136"x514”"_—_ with 
1%” O.S. Casing 
an Oak Sill, 
K.D. 51%” Riser 
included. 


Door Size 
3-0 x 7-0 


(or smaller 
door) 


Illustrated with 
Door Pat. 100. 


COLONIAL ENTRANCES 


NO. 63 


W. P. Pine Head 
set-up. Reversible 
Pilasters K.D. 
machined. Rab- 
beted Jambs 
134"x5\%" with 
14%” O.S. Casing 
and Oak _ Sill, 
K.D. 51%” Riser 
included. 


Door Size 
3-0 x 7-0 


(or smaller 
doors) 


Illustrated with 
Door Pat. 108. 
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COLONIAL 


NO. 60 


W. P. Pine Head 
set-up. Reversible 
Pilasters Kops 
machined. Rab- 
beted Jambs 
13x54” — with 
14%” O,S. Casing 
and Oak Sill, 
K.D. 5%” Riser 
included. 


Door Size 
3-0 x 7-0 


(or smaller 
door) 


Illustrated with 
Door Pat. 107. 


ENTRANCES 


NO. 58 


W. P. Pine Head 
set-up. Reversible 
Pilasters K.D. 
machined. Rab- 
beted Jamba 
13%%"x5\%" with 
14%” O.S. Casing 
and Oak Sill, 
K.D. 514” Riser 
included. 


Door Size 
3-0 x 7-0 


(or smaller 
door) 
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NO. 65 


W. P. Pine, 114’ 
Moulded Casing 
with Back Band 
and Cap Member 
K.D. machined. 
Mitred for 3-0 
opening. Rab- 
beted Jambs 
134x514" with 
Oak Sill and 3-0 
Transom Bar, 
K.D. Jambs long 
enough for 7-0 
door with 10” 
Transom. 


Door Size 
3-0 x 7-0 


Illustrated with 
Door Pat. 100. 


COLONIAL ENTRANCES 


NO. 57 


W. P. Pine Head 
set-up. Reversible 
Pilasters KAD: 
machined. Rab- 
beted Jambs 
134x544” with 
1%” O.S8. Casing 
and Oak Sill, 
K.D. 54%” Riser 
included. 


Door Size 
3-0 x 7-0 


(or smaller 
door) 


Illustrated with 
Door Pat. 105. 
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LOW-COST ENTRANCES 


NO. 42 


W. P. Pine Head 
set-up. Three 
member sides 
K.D. machined, 
including reversi- 
ble pilasters with 
caps and_ bases. 
Jambs 134/x5 4” 
rabbeted, K.D. 
Pine Sill 15’’x 
7M". 


Door Size 
3-0 x 7-0 


NO. 41 
Square Head 


NO. 43 
Fan-shape Head 


These three ‘Low-Cost’? Entrances were de- 
signed to meet the demand for low cost housing. 
They are not “cheap” in any way but price. 
Well made and accurately machined of clear 
White Pine. All parts rot-proofed. Heads of 
No. 42 and No. 438 have routed ornamentations. 
Moulds returned solid, no miters. 


Heads are interchangeable, side members are 
all alike, Pilasters are reversible, plain or fluted. 


Carton packed with horizontal parts in one 
bundle, vertical parts in one bundle. 


Can be adjusted to smaller size doors or deeper 
jambs but these are NOT interchangeable with 
standard frames shown on preceding pages. 


88 HASTINGS means QUALITY 


COLONIAL ENTRANCES 


“FIFTY-IN-ONE”’ ENTRANCE NO. 44 


W.P. Pine with Oak Sill. All parts are toxic 
treated. Casing members are 11%” thick and 
permit use of Screen or Combination Doors. 
Jambs rabbeted for 134” door. Pilasters_re- 
versible, plain or fluted. 514” riser included. 
Packed in two cartons. 

This Entrance Frame was designed to com- 
bine economy, style and flexibility. You can 
create individual designs to suit individual 
tastes right on the job. This entrance can also 
be adjusted to fit doors 2-8 to 3-0 wide x 6-8 to 
7-0 poe Easily installed on new or remodelling 
work. 


AVERY LIDKRAKB? 
COWMBIA UNI VERSITY 
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QUALITY ENTRANCES 
“FIFTY-IN-ONE”’ 
CRRA LLL 
TEI GIO TOI CTI TOIT) 
UEC ae, 


—S—— 


= 
ow 
DECORATIVE PIECES 


These nine decorative pieces are furnished 
with each ‘Fifty-in-One”’ Entrance Frame. 
Kasily applied to the basic head, many attractive 
designs may be created from the one frame. 
Pieces may be used singly or in combination. 
Illustrations below are only a few of the fifty 
varied treatments which are possible. 


Single dentil 
motif directly 
under cornice. 


Scalloped __ de- 
sign between 
flat end sections. 


Graceful curved 
moulding di- 
rectly under 


cornice. i | 


Fluted — section 
vertically placed 
and evenly 
spaced on frieze. 


i WT MT 


iT 
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BASEMENT UNIT 


Complete with Frame, Sash, Screen, 
Hardware and Weatherstrip. 


Sash automatically held sy 
open in two positions as 
shown in illustration. 
Slot in hinge permits 
sash to be easily re- 
moved. 


Glass Size Masonry Opening 


Sx 10 ea ke. Aen me Te 2- 5144x1- 3% 
Ox 10s oe eae ee 2- 814x1- 3% 
VA etre a ce bi ere A 1- 53% 

18s cas rine nee eee 1-1134 
10°x)12) ee ee 2-11144x1- 53% 
14 ee Ore 1- 734 

1G 25 Satan lee 1- 934 

LSA ORE oe ees 1-1134 

20 ia tere eae 2- 13% 


PL xt Z ee eer eer 3- 514x1- 53% 

*Fit openings made with Standard 5” x 16’’ Blocks. 

W. P. Pine, rot-proofed and termite treated. 
Frames completely set up, sash and screen pre- 
fitted and hung in frame, all hardware and 
compression type weatherstrip applied. Ready 
to use. Suitable for installation in any type 
wall, 

Sash 134” thick with mortised and tenon- 
pinned joints. Screens are 11%” thick, covered 
with 16 mesh galvanized wire. 
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VENTILATING BARN UNIT 


Complete Ventilating Unit for Barns, 
Hog Houses, Poultry Houses, Garages, etc. 


Style Glass Size Stud Opening 


1207 (4 Lts. W.) 4x24 2-.0x2-7%4 
1216 (4 Lts. 2W.-2H.) 8x10* 1-10x 2-314 

9x12 2-0x2-714 
1217 (6 Lts. 3W.-2H.) 8x12 2- 9x2-7144 
1218 (6 Lts. 2W.-3H.) 8x10* 1-10x3-134 

9x12 2- 0x3-734 
1219 (8 Lts. 4W.-2H.) 4x18 2- 0x 3-734 


* it between studs 24’’ on centers. 


These units consist of semi-assembled W. P. 
Pine frame and sash. Frame accurately ma- 
chined for quick assembly. Has small turn- 
button attached for closing sash. No fitting 
necessary. All parts are rot and termite-proofed 
and completely aluminum primed. 

In ordering, specify style number and glass 
size. For frame or masonry wall. 
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“UNIPAK’”? CASEMENT 
The Most Modern development in Wood 
Casement. Distinctly different in Con- 
struction and Method of Installation. 


Factory-assembled .and completely fitted inner 
units are installed from inside the building by 
merely driving a few screws. 

Discarding the old and customary method of 
fitting and hanging Casement Sash directly to 
the frames with its thick mullion posts and 
transom bars, UNIPAK employs an entirely 
different principle, namely: 


OUTER FRAME 
Consists of the minimum parts necessary to 
frame the opening and is installed as the walls 
are erected. The outer frame has no mullion 
posts or transom bars. These are formed by 
inner units when installed later. 


INNER UNITS 
These units are stationary or consist of pre- 
fitted sash with their surrounding frames, and 
are completely hinged and weatherstripped at 
factory. They are installed by merely driving a 
few screws. 
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“UNIPAK’’ CASEMENT 


UNIPAK is not just a new Window and 
Frame. It is a new, complete installation with 
all hardware and accessories supplied. 


No longer need you be concerned about the 
selection of a proper operator—how to posi- 
tively close and lock the sash without screen 
interference—how attractive screen and double 
glazing is to be provided—what kind of weather- 
stripping is to be used—how the outside of the 
glass can be washed from the inside of the build- 
ing. These are only a few of the problems 
UNIPAK has solved for you. 


UNIPAK Casement Units, operative and 
stationary, with and without transoms, meet 
almost every installation requirement. 


TRANSOM HEADS 


These are recommended for openings over 
three lights of glass in height. They add charm 
and protect drapery valances and shades. When 
the sash are open the shades are drawn to the 
transom bar line, without danger of being blown 
and damaged by the wind. 


a 


ANGLE DRIVE OPERATOR 
For Mechanically Operated Unipak. 
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“UNIPAK’’ CASEMENT 


DOUBLE GLAZING 


As the ventilated area of Casements is 
twice that of double hung windows of equal 
glass area, usually almost half of the units 
may be stationary. 


WINDOWS OF THE FUTURE 


Modern heating and air conditioning require 
new window efficiency—weatherstripping to 
prevent infiltration (air leakage), and double 
glazing for glass insulation. UNIPAK provides 
both. 

The double glazing panel with its extruded 
aluminum frame fitted with tubular rubber 
gasket seals the dead air space between the outer 
and inner glass. This reduces heat loss by 
radiation 60%. Double glazing also controls 
frosting and sweating of glass. 

UNIPAK provides the superior qualities of 
wood window construction—rot-proofed and 
toxie treated for lifetime service—freedom from 
sweating, frosting, corrosion and scaling—maxi- 
mum insulation—warmth and friendliness of 
wood casement—and especially designed hard- 
ware. 
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“UNIPAK’”’ CASEMENT 


ECONOMICAL IN COST 


For proper comparison of costs, the following 
facts must not be overlooked: 


1. UNIPAK Casement inner units are factory 
fabricated with weatherstrip and hinges ap- 
plied to precision standards. 


2. Complete hardware is furnished. 


3. Screens and double glazing panels require 
no additional hangers of fixtures, fitting or paint- 
ing or any subsequent painting or finishing. 


4. Screens and double glazing panels are in- 
stalled from the inside, thus avoiding the nuis- 
ance and danger of removing and _ installing 
storm sash and screens from the outside. 


5. Washing of UNIPAK Casements is ac- 
complished from inside without danger or 
inconvenience. 


HEAD AND SILL CONSTRUCTION 


A—Weatherstripping, positively leak proof. 
B—Narrowline extruded aluminum screen, 


C—Narrowline extruded aluminum double glaz- 
ing panel fitted with a compressible tubular 
gasket of rubber, insures perfect sealing. 


D—Before face 
puttying, glass is 
bedded in highest 
quality glazing 
compound, 


E—Note compact- 
ness of installation, 
only 15%” from 
sereen to outside 
glass. 
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“UNIPAK’’? CASEMENT 
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In ordering, specity group or unit numbers shown 
in charts, .pages 96-97; type of wall construction; 
kind of glass; if screens and double glazing panels 
are to be included; how many operative sash in each 
group; whether sash are to be hinged on right or left 
side as viewed from outside. 


es 
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“UNIPAK’”’ CASEMENT 


9-10x" 
9-9¥ 
14 


10205 


10305 


040: 
10505 


10325 


10415 


8315 


8-10 
8-95- 
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8205 
8305 


7205 


8325 
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Units No. 


ference to units No. 250; and 


lights high. Example: 
units No. 242 in preference to units No. 251. 


more desirable to use transom head units 


IMPORTANT-—In the interest of efficiency it is 


241 recommended in pre 


for openings over 4 


usually 
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HORIZONTAL SLIDING WINDOWS 


FIG. 1 
To open — unlock, 
push left-hand sash 
outward and slightly to 
right. 
FIG. 2 
Slide right hand sash 
to provide any degree 


of full height controlled 
ventilation. 


Sash slides horizontally in opening and closing 
instead of vertically. ‘‘All-purpose’’ Frame 
with 514” jambs for any type wall con- 
struction. Sash and Frame made of clear W. P. 
Pine, toxic treated. Operating equipment com- 
pletely applied at factory. Sash 13%” thick, 
glazed and prefitted ready for installation. 


There are no weights, cords, pulleys, spring 
sash balances or similar devices to buy, install or 
adjust. 

Complete factory fitting of all parts and ap- 
plication of weatherstripping and fixtures, except 
sash locks and handles, eliminates all installation 
uncertainties and reduces costs. 


A. W. HASTINGS & CO., INC. 99 


HORIZONTAL SLIDING WINDOWS 


FIG. 3 


To wash windows, 
remove them. Open 
sash, .lift slightly and 
swing in at bottom. 
Equally simple to re- 
place. 


FIG. 4 


By first removing 
both sash, screens and 
storm sash can easily be 
installed or removed 
from the inside. 


In closed position both sash are in line in the 
same plane and fit snugly against the interior 
window stops and stool, 

After frame has been installed in wall and 
interior trim applied in the conventional 
manner, the prefitted sash are merely lifted 
in position and are ready for operation. 


——o 


SASH CLOSED 


MASONRY WALL SASH OPEN MASONRY VENEER WALI 
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HASTINGS PREFABRICATED 
WINDOW UNITS 


We can now furnish you with a Complete 
Prefabricated Unit, using any stock Window 
and any stock Frame shown in this book, 
hung with Weights or Balances as selected, 
and with Interior Trim cut to size and 
mitered. Windows, completely Weather- 
stripped, are hung in Frame, Balances in- 
stalled, ready to put in building. 


Windows are made of W. P. Pine, rot-proofed, 
glass bedded in putty. Frames are treated with 
chemical preservative. Complete Prefabricated 
Units are given a prime coat at factory. 


Hastings Complete Units are convenient and 
easy to install, and are exceptionally weather- 
tight. Effective chemical preservative and 
moisture proofing treatment protects against 
decay, rendering all wood parts exceptionally 
durable. 


These Units are available either for wood frame 
wall or brick veneer wall, and are easy to install. 
This feature saves labor and money on the job. 


The same high quality materials and 
precision workmanship are evident in these 
Units as in all Hastings woodwork. When 
ordering, be sure to specify the type and 
size of Frame, type of Wall Construction, 
and type and size of Window. 
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WINDOW SCREENS 
AND SCREEN DOORS 


Improved Method of Attaching 
Screen Wire Cloth 


Screen Wire on 11%” Screens, Screen Doors and Combi- 
nation Door Screens is fastened by crimping the wire into 
a groove in the 
stiles and rails. 
By this superior 
method every 
strand is securely 
locked into place. 
The flush mould 
covers the groove, 
firmly holding the 
screen cloth into 
position. 

Half length and 
full length screens 
for all listed 
windows. 


FLUSH MOULDING 


Flush Moulding has many decided advantages. It looks 
better, fits snugly all around, with tight miters at the 
corners, and prevents scratching or marring in piling or 
handling. A saving in storage space is thus effected. 


NON-SAG SCREEN DOOR CONSTRUCTION 
All 114” Screen Doors are made with 54” dowels. 


The dowel con- 
struction is used 
almost entirely in 
every style door. Its 
important feature is 
that it WILL NOT 
SAG. Actual tests 
have proven dowel 
joints to be far su- 
perior. In our tests 
the average weight 
sustained was 262 
lbs. and at_ this 
point they broke 
without sagging. In 
contrast, the mor- 
tised and tenoned 
joints, on an average, 
began to sag when 
weighted with only 
105 lbs. and finally 
broke off or pulled 
out when an average of 232 lbs. was sustained. These tests 

roved that our dowel joints are over 150% more secure 
rom sagging than mortised and tenoned joints. 
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CORNER CHINA CASES 


NO. 2451 


Made to set in plastered recess only. Set up 
or semi-assembled with fronts and doors put 
together. Doors fitted, sash doors glazed. In- 
cludes backs, three moulded edge shelves with 
supports in top, one plain shelf in bottom. 
Hardware not included. Overall 3’-414” x 7’-6”. 
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CORNER CHINA CASES 


NO. 2453 


Cabinet designed to be placed in open corner 
or set in plastered recess. Set up or semi- 
assembled with fronts and doors put together. 
Doors fitted, sash doors glazed. Includes backs, 
three moulded edge shelves with supports in top, 
one plain shelf for bottom. Hardware not in- 
cluded. Overall 3’-8” x 7’-814". 
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CORNER CHINA CASES 


NO. 2431 


Made to set in open corner over plaster. 
W. P. Pine with 3-ply fir panel in bottom door. 
Complete with front, doors, top shelves, counter- 
shelf, one shelf below, shelf cleats and mould for 
scribing to wall. Fronts assembled, doors fitted 
but not hinged. Sash glazed. All necessary 
hardware included. Overall 2’-10" x 7’-5”. 
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CORNER CHINA CASES 


W. P. Pine with fir panel door. Furnished with 
front, doors, top, shelves, counter-shelf, bottom 
shelf, shelf cleats and mould for ser ibing to wall. 
Fronts assembled, doors fitted. Sash glazed. 
Hardware included. Overall 2’-9 6"x an 


Style No. 2428—without glazed sash door. 


A. W. HASTINGS & CO., INC. 107 


CORNER CHINA CASES 


an a 


Made to set in open corner over plaster. 
W. P. Pine with 3-ply fir panel in bottom door. 
Complete with front, doors, top, shelves, counter- 
shelf, one shelf below, shelf cleats and mould for 
scribing to wall. No backs. Front assembled, 
doors fitted but not hinged. Sash’ glazed. 
Hardware included. Overall 2’-10" x 7’-5’’. 
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CORNER CHINA CASES 


4 


Made to set in open corner over plaster. 
W. P. Pine with 3-ply fir panel in bottom door. 
Complete with front, doors, top, shelves, counter- 
shelf, one shelf below, shelf cleats and mould for 
seribing to wall. No backs. Front assembled, 
doors fitted but not hinged. Sash glazed. 
Hardware included. Overall 2’-81%4’’ x 6/-8”. 
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HANGING CHINA CASES 
e i 


Semi - assembled 
with doors fitted 
and sides put to- 
gether. Glazed 
with clear glass. 
Top, bottom, two 
moulded edge 
shelves with sup- 
ports, backs, mould- 
ings and ornaments. 
No hardware in- 
cluded. 

NO. 2479 

Overall 3/-2” 
wide, 3/-3’ high, 
7’ deep inside. 

NO. 2477 

Overall 2’-1%" 
wide, 5’-0’ high, 
bracket 1/-4’’ high, 
1’-454"" deep. 

Made to hang | 
directly on wall. NO. 2477 
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NO. 2136 
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COLONIAL MANTELS 


NU. 2121 
Made of clear W. P. Pine, not painted, no 
returns included. Semi-assembled or set up. 


NO. 2101 
Shelfitetae. sce oe Rate eins Tak Loe 
Wood Openings. 0c --.. 48" x Bo aay 
Height Overall............-.-: 
Shia LEeerer eins ae ie obese F398 74"x ae 
Wood Opening...) 1) cs om 36x 36/4" 
Height Overall.............--- 51’ 


Pilaster casings are fluted one side and may be 
reversed to show either plain or fluted. 


NO. 2136 
Sele eae eee TY! x 78"! 
Wood Opening......+-.%.5<++-- 50” x 3614” 
Height Overall............-+-: 5334" 
NO. 2121 
Shel fewer ee rectal oe Tyg X1a8 
Wood Opening...........---++: 48'’x eh, 


Height Overall.............--- 


Other attractive designs available. Write 1a 
complete booklet. 
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| 


Variety of sizes and styles of Kitchen Units 
permits many attractive assemblies of wall and 
base cabinets, to fit any size or shape of rcom. 
Our Kitchen Planning Service will work out 
details and submit layout suggestions upon 
receipt of kitchen dimensions. 
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DELUXE KITCHEN UNITS 


DeLuxe Kitchen Units are designed to meet 
the present day demand for greater kitchen con- 
venience and new installation flexibility. 


SEMI-KD: Wood parts, including drawers, 
completely machined, ready for assembly; re- 
versible front frame is factory fabricated. Doors 
machined, fitted and mortised for hinges; all 
hardware included; no backs unless ordered extra. 
Cartoned. Assembly instructions included. 


SET-UP: Completely factory assembled, in- 
cluding 2-ply laminated backs. Sanded, ready 
for painting and installing; hardware included 
with instructions for attaching. Cartoned. 


SET-UP and ENAMELED: Completely as- 
sembled, all hardware attached. Spray-finished 
with semi-gloss, clear-toned enamels. Cartoned. 


SPECIFY whether units are to be SEMI-KD, 
SET-UP, or SET-UP and ENAMELED. 
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WARDROBE OR BROOM CLOSET 


Made in three widths—18”, 21” and 24”, of. 
W. P. Pine, not painted. Depth overall 22”, 
inside depth 2074”. Height overall 7-034. Com- 
plete wardrobe includes 34’’ front assembled; 
back; two 34” sides dadoed; top shelf: pod bottom; 
14%” flush door 
with lipped edges; 
clothes pole and 
supports; quality 
hardware. Packed 
K-D in carton. 

Can easily be 
installed in old or 
new homes, singly 
or in groups. Sol- 
idly constructed. 
Built to last. 

Costs less than 
regular closet 
built with plaster 
or wallboard. 

Provides maxi- 
mum  dustproof 
storage in mini- 
mum floor space. 

Can be perma- 
nently attached 
to wall or left 
movable. 

Accurately ma- 
chined. Ready to 
assemble. In- 
stalled by any 
handy man. 
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DRAWER AND LINEN CASES 


DRAWER 
CASES 


Semi-assembled. 
Made to set in re- 
cess. Includes Front 
Frame put together; 
5 drawers machined 
ready to assemble; 
1%” counter top; 
2 back wall strips 
and 1 double center 
slide. No. backs. 
Not painted. 
Cartoned. 


NO. 3097 


Design Width Height Depth 
3097 2-6 2-11 1-7 overall 
3097 3-0 2-11 1-7 overall 
LINEN CASE 

Made to set in 
recess. Semi- 
assembled. 


Rough wall open- 
ing 2-6144x6-1014x 
1-744. Drawer 
section same as No. 
3097. 

Upper section in- 
cludes, front frame 
put together; one 
pair 114” paneled 
doors; 3 shelves and 
shelf cleats. No 
ends, backs, hard- 
ware or room trim 
included _ unless 
ordered. Not 
painted. Carton 
packed, 


Width..... 2-6 
Width] 3-0 


Height is 6-10 
and Depth is 
1-7 overall. 


NO. 3098 
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MEDICINE CABINETS 


Set-up and 
fully enameled. 
Complete with 
hardware at- 
tached. Adjusta- 
ble, heavy plate 
glass __ shelves. 
Doors glazed 
with A quality 
plate glass mir- 
rors, copper 
backed with 
edges ground. 
Decorations en- 
graved. Made 
FOL 2 ax OF 
deeper _ studs. 


Cartoned. 
NO. 3048 RECESS TYPE 
Mirror Rough Wall 

Design Size 3 Depth Opening 
3048 18” x 28” 43 1-4. x2-0 
3039 14” x18” 43," 1-114x 1-514 

Medicine 
Cabinets are 


carried in stock 
in either wood 
or metal. A 
wider variety of 
styles than 
shown here are 
available to suit 
individual tastes. 
These cabinets 
are outstanding 
for their durable 
qualities and at- 
tractive appear- 
ance. Bs a 

NO. 3039 RECESS TYPE 
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TELEPHONE CABINETS 


DESIGN 1980 


Has phone com- 
partment 12’ wide 
x 234” high x 914” 
deep. Moulded 
casing 234’’ wide. 

Set-up except 
shelves and brackets 
loose. Not painted. 
Cartoned. 


Design 1981 
same __ specifica- 
tions with square 
opening. 


Wall 


Above 


Design Overall Opening Depth Shelf Shelf 


1980 1-6 xl- 9% 1-2x1-64. 35%’ 914" 1-0x1-0 
1981 1-6 xl- 9% 1-2x1-6144 35%’ 91” 1-0x1-0 


1970 1-414x2-10 1-2x2-8 


354 714’ 1-0x1-214 


DESIGN 1970 


This phone cabinet 
has removable grille to 
conceal bell box. 

Casing is plain, 2” 
wide. 

Made of W. P. Pine, 
set-up, except shelves 
and brackets loose. 
Not painted.  Indi- 
vidually carton packed. 
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IRONING BOARDS 


UTILITY—NO. 31 


Rough wall opening 
1’-214"” x 4'-7’" spaced 
2’-4”" up from finished 
floor. 


Large board 1114” x 


4’-1", 114” thick. 

Sleeve board 414” x 
1’-10’". 1” thick. 

Trim W. P. Pine 
with moulded edges. 
Door two panels. 
Hinges and latch are 
furnished. 


Rough wall 
opening 1/-214” x 
6’-1014”. 

Large board 
114%” x Ae eee 
114” thick. 

Sleeve board 
4" xX et Owe y RE! 
thick. 


Door rote Week: 
Pine with Fir ply- 
wood panels. No 
casings or hard- 
ware. 


MIDGET—NO. 25 
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BREAKFAST NOOKS 


DUTCH BREAKFAST SET 
Table 2-6 high, 26’’ x 49” 
All stock 11%” except Panel Back 13%" 
Seat back, 3-6, 4-0, and 4-6 

Made of W. P. Pine, accurately machined, 
complete with angle irons, screws, table braces, 
etc., ready to set up. Not painted. Cartoned. 


NO. 909 BREAKFAST SET 
Table 2-6 high, 26” x 48” 
Seats 54” long, seat backs 3-0 high 


Table and seat ends ornamented. 
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DISAPPEARING STAIRWAY 


Measurements 
(See illustration below) 
A—Size of finished 
opening remains 
constant: 2-4 x 4-6. 
B—Projection into 
attic when closed. 
D—Projection into 
room when open. 
C—Ceiling height. 


ec D B 
7-4 5- 0 4-6 
7-6 5- 3 5-3 
8-0 5- 7 5-9 
8-6 5-10 6-6 
9-0 5-10 6-6 


Includes 11%” ceiling panel door with pine stiles and 
rails, laminated panel, one flight stairs stained brown, with 


34’’x 5” treads and 34’ x 4’ 
rail with supports and h 


assemble. 


Especially 
adapted for limited 
spaces. Does not 
project far into 
room when open. 
Sliding action is 
controlled by brake 
on cord. Efficient. 
hardware prevents 
danger of stair 
sliding down un- 
assisted. 


stringers housed, rigid hand- 
ardware, K-D, machined, ready to 
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COLONIAL AND STANDARD 
STAIR PARTS 


ui 


EL! 5: 


An attractive Colonial Stairway made of 
Standard Stair Parts 


Fine stair building is now greatly simplified by 
the use of Standardized Stair Parts shown on the 
following pages. These have been designed to 
fit practically any stair arrangement desired. 


Each piece is carefully manufactured of well- 
seasoned, selected wood and the accurate ma- 
chining insures uniformity and perfect fitting of 
all parts. Use Standardized Stair Parts when the 
finest quality is essential and low cost a necessity. 


Specially designed stairs and parts, according 
to architect’s details will be furnished on request. 
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COLONIAL STAIR PARTS 
TURNED STARTING NEWELS 


1636 1637 1638 


Method of anchoring 
pin Newels 1632 and 
1633 to Bullnose or 
Scroll End _ Treads. 
Wedges and Floor 
Cleats are included. 


Design Shaft Length 


1632 214x214x3-6 
1633 234x234x3-6 
1635 314x314x3-5 


Lengths do not 
include Pin on Top. 

Nos. 1632 and 
1633 are used with 
Bullnose or Scroll 
End Treads and 
Risers. Note slot 
in pin for anchoring 


these newels to 
tread. 
Design Shaft Length 


1636 314x3Yx3-5 
1637 314x314x3-5 
1638 3 x3 x3-8 


Lengths do not 
include Pin on Top. 

Newels are of 
Uns. Birch, Red 
Oak or Ph. Mahog. 
Individually 
cartoned. 
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COLONIAL STAIR PARTS 
TURNED LANDING NEWELS 


1640 1641 1642 1644 
Design Shaft Length 
16402 fee 31,” x 31/4” x 4-10 
icity. 314!" x 319" x 4-10 
319’ x 314” x 5-10* 
1642766 Athans 314” x 314" x 4-10 
1644 eee. a XS XG = 2 


1645 Sone ite 30 x 3 Sao 


Lengths do not include Pin on top or Turned 
Drop. Newels are used on landing and platforms. 
Pin tops are for continuous rail with gooseneck 
combinations; square tops used with either 
straight rail or with easings. 

*Made with long base to be used with winders. 
Newels of Uns. Birch, Red Oak or Ph. Mahogany. 
Packed in fibre containers, labeled to show 

design number, kind of wood and illustration of 
part, 
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COLONIAL STAIR PARTS 
TURNED BALUSTERS 


1650 1651 1653 1656 


Length Overall Shaft 
2- 7 1546 x 1%" 
1 1546" x 1546’ 


0 
0 
3 154" x 1546" 
5 15g” x 1546" 


2- 
3- 
3- 
3- 


1657 1659 1660 1662 


Made of W. P. Pine, Uns. Birch and Red Oak, 
accurately machined and smoothly sanded. 
Easily and firmly installed by simply boring holes 
in rail and treads. Packed—50 or less in carton. 
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COLONIAL STAIR PARTS 
SUGGESTED ASSEMBLIES 


ASSEMBLY 1 ASSEMBLY 2 


These are only two of the many attractive and 
economical assemblies that can be made using 
Standardized Stair Parts. 
1—Fasing 1666R; Newel 2—Newel 1645; Baluster 

1632; Balusters 1662; 1657; Tread and _ Riser 
Tread and Riser 1945. 40. 


STAIR RAIL 

Use with all crooks, 
easings and volutes, shown 
on succeeding pages. 
Glued up, not plowed, 
paper wrapped. 

Size: 21/4’ x 234" 

In Yellow Pine, Red 
Oak, Uns. Birch and Ph. eee 
Mahog. 


STAIR IS SPECIFIED EITHER LEFT- OR 
RIGHT-HAND LOOKING UP THE STAIRS 
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COLONIAL STAIR PARTS 
VOLUTES - EASINGS - CROOKS 


Overhand-Returned End 
Also Used for Wall Rail 


\ 


669 
Up Easing-Returned End 
Also Used for Wall Rail 


_, 
=) 
FL1675 Y Py 
Level Half Turn 


5Y/2” CtoC Overhand 


FL1672 FL1668 
90° Easing Up Easing 
Pe Ce 
FL1678 FLI 617 FL1679 
Cap with Cap with Two Rail Opgs. 
Two Rail Opgs. One Rail Opg. Quarter Turn Cap 


Above parts made to match Hand Rail 1863 
only. Flare on Turnout Easings FL1666 and 
F1L1673 is from Center of Newel to center of rail. 
In Uns. Birch, Red Oak and Ph. Mahog. Packed 
singly in cartons. 


FL1668—Up Easing 
1669— Up Easing, 1 end ret. 
1670—Overhand Easing 
1671—Overhand Easing—1 end ret. 
1672—90° Easing 
1675—Level Half-Turn, 51%” c. to ec. 
1677—Newel Cap—1 Rail Opg. 
1678—Newel Cap—2 Rail Opgs. 
1679—Newel Cap—2 Rail Opgs. Q. T. 


A dowel pin, stair bolt and 1”’ round plug in- 
cluded for each unfinished end. Template for 
locating newels and balusters included with each 
volute. 


STAIR IS SPECIFIED EITHER LEFT- OR 
RIGHT-HAND LOOKING UP THE STAIRS 
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COLONIAL STAIR PARTS 
VOLUTES - EASINGS - CROOKS 


Volute 
With 
Easing 


FL1665-L FL1665-R 


Turnout 

Easing 
FL1666-L 5!/,” Flare FL1666-R 5!/2” Flare 
FL1673-L 31/4” Flare FL1673-R 31/4” Flare 


S FL1667 FL1676 EF 674 


Starting Easing Plain Cap —_—_ Level Quarter Turn 


Above parts made to match Hand Rail 1863 
only. Flare on Turnout Easings FL1666 and 
FL1673 is from center of Newel to center of Rail. 
In Uns. Birch, Red Oak and Ph. Mahog. Packed 


singly in cartons. 


FL1665R—Volute—with Easing R.H. 
1665L—Volute—with Easing L.H. 


1666R—Turn-Out Easing, 51%” fl. R.H. 
1666L—Turn-Out Easing, 514” fl. L.H. 
1667 —Starting Easing 

1673R—Turn-Out Easing, 314” fl. R.H. 
1673L—Turn-Out Easing, 314” fl. L.H. 


1674 —Level Quarter-Turn 
1676 —Newel Cap, Plain 


A dowel pin, stair bolt and 1” round plug in- 
cluded for each unfinished end. Template for 
locating newels and balusters included with each 
volute. 


STAIR IS SPECIFIED EITHER LEFT- OR 
RIGHT-HAND LOOKING UP THE STAIRS 
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COLONIAL STAIR PARTS 
GOOSENECK COMBINATIONS — 


FL1681 
-! Riser 


FL1682 
-2 Riser 


Gooseneck 
With Cap 


Gooseneck 
Without Cap 


Gooseneck 


FL1687-L |} | wit! FL1687-R 
| Riser Quarter Turn | Riser 
FL1688-L FL1688-R 
2 Risers 2 Risers 


XX 


FL1694-L |; 


Used at | 
Platform \\ \ 


AVERY LIBRARY 

- MBIA UNIVERSITY 
‘Above parts made to match Hand Rail 1863 
only. Bolt, pin and plug included for each un- 
finished end. Joints firmly glued and reinforced 
with metal splines. Joint between vertical piece 
of rail and easing on two riser goosenecks fitted 
but not glued so that up to 114” can be cut off. 


FL1681—Gooseneck, 1 Riser, no cap 
1682—Gooseneck, 2 Risers, no cap 
1683—Gooseneck, | Riser, with cap 
1684—-Gooseneck, 2 Risers, with cap 

FL1687R or L—Combination, 1R.—R.H. or L.H. 
1688R or L—Combination, 2R.—R.H. or L.H. 
1694R or L—Combination, 2R.—R.H. or L.H. 


STAIR IS SPECIFIED EITHER LEFT- OR 
RIGHT-HAND LOOKING UP THE STAIRS 
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COLONIAL STAIR PARTS 
GOOSENECK COMBINATIONS 


Gooseneck 
with 
Level 

Half Turn 


FL1693-R 
B} | Riser 


FL-1695-L |} 
2 Risers 
Only 


Above parts made to match Hand Rail 1863 
only. Bolt, pin, and plug included for each un- 
finished end. Joints firmly glued and reinforced 
with metal splines. Joint between vertical piece 
of rail and easing on two riser goosenecks fitted 
but not glued so that up to 114” can be cut off 
to accommodate various risers. 


FL1691R or L—Combination, 1R.—R.H.or L.H. 
1692R or L—Combination, 2R.—R.H.or L.H. 
1693R or L—Combination, 1R.—R.H.or L.H. 
1695R or L—Combination, 2R.—R.H.or L.H. 


STAIR IS SPECIFIED EITHER LEFT- OR 
RIGHT-HAND LOOKING UP THE STAIRS 
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STANDARD STAIR PARTS 


S4S AND CENTER-TURNED BALUSTERS 
NO. 1806—S4S 


Sizes 
15,46” x 1546” 
154” x 154” 
Lengths 
2-4 2-8 2-11 3-1 


NO. 1820—TURNED 
Sizes 
154.6” x 15/4,” 
154” x 152” 
S4S TURNED 
1806 1820 2. Jes 


In W. P. Pine, Yellow Pine, Uns. Birch and 


Red Oak. Carton packed, 50 of one length in a 
carton. 


WALL RAIL 
In W. P. Pine and Fir. Glued 
up, not plowed. Paper wrapped. 


NO. 1867 Sizes: 134” x 154” 
Ab x 134” 


QUARTER TURN FOR WALL RAIL 


Carried in stock in 
N 


W. P. Pine and Fir. Made 
O. 1833 


to match Wall Rail No. 
1867 (see above). Stair 
bolt included. 


Sizes 
134” and 2” 


STAIR IS SPECIFIED EITHER LEFT- OR 
RIGHT-HAND LOOKING UP THE STAIRS 
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STANDARD STAIR PARTS 
MISCELLANEOUS PARTS 


~ mmm 
STILL +P 
FL1828 FL1829 
shoe Rail Fillet 


FL1830 
Rosette 


3) FL1832 
Acorn End 


In Yellow Pine, Red Oak, Uns. Birch. Lineal 
feet material, paper wrapped, balance bundled. 
Design Size 
FL1828—Shoe Rail... .34/’ x 244” 
34” x 27/4" 


1829—Fillet........ 34"’x 15/46” 
34" x 154” 
1830—Rosette...... For rail up to 


21," x 234” 
1832—Acorn End... .For 134” and 
2” rail 
Metal Wall Rail Support available from 
stock. 


In ordering these 
special parts, be sure to 
specify by name and 
style number so there 
Wall Rail will be no misinter- 
Support pretation of what is 
desired. 


Special wood stair designs and parts from the 
simplest to the most intricate nature are made 
to order from architect’s details, and are fur- 
nished completely fitted, ready to install. 

Quotations on such installations will be given 
on request, and all necessary measurements 
must be furnished. 


EDEL 
STAIR IS SPECIFIED EITHER LEFT- OR 
RIGHT-HAND LOOKING UP THE STAIRS 
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STANDARD STAIR PARTS 
BOX NEWELS 


) 


1 
| 
| 
| 


FL1764 
Starting 


18’’ base on 4-0 Newels 
24”’ base on 4-6 Newels 


FL1760 — 414x412x 4-0 
4-6 
5144x512 x 4-0 


4-6 

FL1764 — 412x41!2x 4-0 
4-6 

5142x512 x 4-0 

4-6 

FL1766 — 412x412 x 4-0 
4-6 

514x512 x 4-0 

4-6 


FL1790 — 31x 34x 5-6 

41.x412x 5-6 

In Yellow Pine, Red 
Oak and Uns. Birch. 


Lock-joint miter 
corner used on_ all 
Box Newels. Miter 
corners eliminate un- 
sightly joints and edge 
grain wood. a 


FL1766 
Starting 
FL1790 
Angle or 
Landing 


STAIR IS SPECIFIED EITHER LEFT- OR 
RIGHT-HAND LOOKING UP THE STAIRS 
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STANDARD STAIR PARTS 
STRINGERS - TREADS - RISERS 


STAIR STRINGERS 


Glued up, 848, sanded 1 side, not housed. 
Two stringers to bundle. In W. P. Pine, Yellow 
Pine, Red Oak, Uns. Birch. 

Sizes: 34x 914" and 34" x 11” 


STAIR TREADS 


Glued up, front edge nosed, ends plain, not 
grooved, not dovetailed, no mitered return, pkd. 
5 to ctn. Yellow Pine, Red Oak, Uns. Birch. 

Sizes: 1%’ or 1%/’x 91/4" x 3-0, 3-6, 4-0 
x 1014” x 3-0, 3-6, 4-0 
x 1114” x 3-0, 3-6, 4-0 


LANDING TREADS 
Nosed, rabbeted for 1%" flooring, ends plain, 
pkd. 5 to ctn. Yellow Pine, Red Oak, Birch. 
Sizes: 124/’ or 1%'' x 314’ x 3-0, 3-6, 4-0 


STAIR RISERS 


S48, not plowed, packed 10 to ctn. InaWwer. 
Pine, Yellow Pine, Red Oak, Uns. Birch. 
Sizes: 34/’x 714" x 3-0, 3-6, 4-0 
8” x3-0, 3-6, 4-0 


RETURN NOSING AND COVE 


Landing Tread 


D 
FL1927 FL1931 
Cove 


Nosing 
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COLONIAL STAIR PARTS 
STARTING STEPS 


NO. 1945 


COLONIAL SCROLL END REVERSIBLE 


Starting Steps are made for 3-6 and 4-0 stairs, 
measuring from plaster line to center of rail. 
Treads 14x1114”; Risers 34’x7”; Rise 
overall 8’. Cove furnished same wood as treads. 

Carton packed, K-D, includes reversible tread, 
riser and cove. Shoe mould an extra. 


Made in Yellow Pine, Red Oak and Uns. Birch. 


COLONIAL STAIR BRACKET 


This bracket is designed so that it can be cut 
off to fit various rises and runs and still retain its 
delicate graceful lines. 


Size: 744" x 12" x 34" 


Packed ay 4 in a 

bundle. ade in 

NO. 1835 Yellow Pine, Red Oak 
and Uns. Birch. 


STAIR IS SPECIFIED EITHER LEFT- OR 
RIGHT-HAND LOOKING UP THE STAIRS 
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STANDARD STAIR PARTS 
STARTING STEPS 


NO. 1948 


HALF CIRCLE END REVERSIBLE 
(Not adaptable to Colonial Stairs) 


Above starting steps are made for 3-6 and 4-0 
stairs, measuring from plaster line to center of 
rail. 

Treads 1467x1116”; Risers 34’°x7"; Rise 
overall 8’, Cove furnished same wood as treads. 
These two Starting Steps may also be made circle 
both ends when so ordered. 

K-D, carton packed, includes reversible tread, 
riser and cove, shoe mould extra. Made in 
Yellow Pine, Red Oak, Uns. Birch. 


CURVED END RISER CONSTRUCTION 


All qualitybilt Curved End 
Risers have curved part built 
up solid with staved core, 
veneered both inside and 
outside. This construction 
makes a smooth rounded 
surface, which will not show 
marks after finishing. 


STAIR IS SPECIFIED EITHER LEFT- OR 
RIGHT-HAND LOOKING UP THE STAIRS 
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PORCH BALUSTERS, 
STUBS AND POSTS 


EE BALUSTERS 
| Pat. 16—Turned 


Size 
134!" x 24” 


Pat. 17—Square 
Size 
134” x 24” 
134” x 24” 


PAT. 16 PAT. 17 
BALUSTERS 


Balusters ecme bundled 25 of a size 
and kind. Quentities of less than 25 
will be shipped loose at customers risk 
or crated at extra charge. 


STUBS AND 
POSTS 

Pata NowzZ 

Made of Fir 
Size Height 
4x4 4-0 
525 4-0 
6x6 4-0 

Pat. No. 3 

Made of Fir 
Size Height 
4x4 8-0 
Sica 8-0 
6x6 8-0 
5x5 9-0 
6x6 9-0 PAT. NO. 2 PAT. NO. 3 
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PORCH COLUMNS, NEWELS 
AND RAILS 


PORCH 
RAILS 


Pat. 47 
and 48 


Made of Fir 


Size 
314" x 154” 


PAT. 43—BOTTOM 


PAT. NO. 78 
Built-up Colonial 
Newel. Fir. 
Diameter Height 
Sv / 


CAPS and BASES 


for 
PAT. 5 COLUMN 
6%, Sas 10n- 1 PAY! 


PAT. NO. 5 
Built-up Colonial 
Column with cap 
and base. Fir. 
Diameter Height 
6” 6-0, 8-0 
8” 6-0, 8-0, 


10” 8-0, 9-0, 


127 8-0, 9-0, 


PAT. 5 
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PLYWOOD 


American standards of Plywood construction 
have been developed to produce a well-behaved 
product. Plywood is being used today in 
hundreds of different ways because of its structu- 
ral qualities, its beauty, its high insulating value. 

Installation of Plywood panelling will beautify 
a room in a way which is not possible with any 
other material. Architects find an inexhaustible 
field for its use in modernization and new con- 
struction. Our stocks consist of plywoods which 
can be readily obtained from leading veneer mills 
for prompt delivery. 

SIZES OF PLYWOOD PANELS AND 
PRICES ON REQUEST 


CEDAR CLOSET LINING 


Aromatic Red Cedar Closet Lining is highly 
recommended and may be as readily installed in 
old closets as in new ones. Cedar-lined closets 
are moth-free and will save many dollars other- 
wise spent on replacement of damaged clothes, 
yet the cost of these closets is little more than 
ones of ordinary construction which cannot 
measure up to these standards. 

34’x 414," face, tongued and_ grooved 
joints, end matched. 8 ft. or shorter to 
package. 17% added to square feet area of 
closet will give you the required amount of 
lining for job. 

Modern closet-conditioning does away with the 
old method of continual yet ineffective de- 
mothizing. 


CLAPBOARDS 
RED CEDAR (FULL LENGTH) 


Available from stock in the following 
sizes: 14'’x 6’ x3’, 312’, 4’, 5’, 6’ and 7’, 
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SOFT PINE MOULDINGS 


A DIDID SN 


z 
D 


CROWN 
8000 wee ee 34! x 3Y4! 
8002. ee Yi! x 354" 
8003 25 cee ac 34!" x 234! 
$004.5 eo AE 34! x 5/4!" 
8005. eee ea 34!’ x 45!" 
80065 34!" x 4/4” 
8009.2 eo eee 34" x 354! 
S010 Kee en oe 34! x 234! 
8012 Hel ees 34!’ x AY/y! 
CORNICE 
8623 2 teen 34! x BY! 
SE24 tre eee te 34!’ x 21/4" 
BED 

SOLG Hi eee 34! x 13," 
8017s eee 4" x11! 
S018 ee Sas 34! x 214" 

3; 3, 
3019 Ste hicah Caen 4, x 2% 

BRS SG 6 Chas oR Ax 
FENCE CAP 
BESO eee 144"x 13," 
PARTITION CAP 
S27 Loy, eee 34" x 134! 
WALLBOARD 
B6340 eee 96" x 134" 
B6IS eee ee Ye” x 134" 
Beas! a uatee 2 
Bear oes 3p XA 
PANEL STRIP 

BE38 fn es ree 14! x 134" 
8656, acon ee 34" x 2; 


B623 eee tae 254!" x 1 y! 
BG2G6 Fate cet oc Wy!’ x 1114!” 
BG24)5.ectecrtion:s cists 256 x 1g! 
BG 25 cere eleie sto eainec A x Ly! 
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SOFT PINE MOULDINGS 


@PpoV 


COVE 
80255. ot Pe 34!" x 2Y4!" 

SCOTIA 
S059** a Le ee ee 
8059A** Sees 
SO59B PP caine Theale 
S060 eee es ia ed 


QUARTER ROUND 


S063 eee : wy"x Wl’ 
8064. . ‘ : SB Xen ee 
8065. . ; Shlix 3%" 
8066... , 34" x 1Y4”’ 
SOG 7 FG cae mete 34/’ x 134" 


8075*.. eecin Gs YM 
8076"... Sly BBM 
8077*... BM x We! 
8078 ** : Vy! x 1" 

8079... 54" x 11/,!" 
8080 Ny 34/’ x 154” 


STAFF BEAD 


B690.... -- Dox Tia 
B691 134” x 154” 


PICTURE MOULDING 


8263... i 34// x1 34/ 
82534. iL fe x 134” 


BALUSTER STOCK 


8900. “a 1 dd 
8902. : : “f ga As 
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SOFT PINE MOULDINGS 


JIN UpUr [JB 


PARTITION SHOE 
S273 heathen ete 34!" x 24” 


CORNER BEAD 
BG640 secpc ene er ac 2 eX 


S238 ae ciancc ne Pate 1344” x 13%” 


CLEAR STRIPS 


skip eanedesdeaanae ose SAM 
8430 . x 134" 
B627.. 34!" x 134” 
B628 4" x 214" 
8665. 34!" x 31! 
8394... 34! x 454" 
B629 93 ee ee 1144” x 134” 


FLAT ASTRAGAL 


BG42. ee eee 34! x 134" 
BG43 1 ees, 34!" x 114" 


BAND MOULDING 


SIAN eo onkenanmnaer. GAZ RAY 
B601. 3A x 142" 
B602. ew lh x 134" 
$462 eee : x1" 
B609.. SA ae 
B610. . 4x1 34" 
SISO SR ere Wily 2Ye" 
LATTICE S4S 
$280 ans ee ee ee Les 
8281 .. 13%” 
$2825 en Pee ice 1 SQl! 


CHAIR RAIL AND 
HOOK STRIP 


8627... ee Oe 
S640 2 ee ee 54" x 354" 
CASING 
BIDDA Se ees 34!" x AYA! 


one round corner 
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SOFT PINE MOULDINGS 


PPPFOW PEIDS 


SCREEN RUN 


Available in 6’ lengths only. 
SCREEN MOULDING 


8138%. Ses: ix 56 
S140 Steers 3x 34" 
6102. a. Wy" 3" 
8611* LYRA Ss 34/" 
Bebes 04. sane oe x Yel! 


Available in 6’ lengths only. 


BASE MOULDING 


Bash 15.2998 os: 34" x 134” 
BEGU! ce eas "x1" 
B6GL tee ee 34" x 134” 


857094, de ees Ye YU! 
8035 49-3 ee. 34" x 

BIG1 ©9 dye es eee 54x 1 
BIGTIR ee te 54" x 11h! 
BG6S2** ey ee V4’ x 1Ye 
B6GS *4 5 oS ee ie! x 134! 
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SOFT PINE MOULDINGS 


GLASS BEADS 


B670s toe Wl x 14! 
BE72. iste Anx TR, 


SHELF CLEAT 
8242 See oie ae 34" x 134" 


BACK BAND 
Lehre oe Hx 1a" 


‘aed 


CAP 
B662 och ohetes rail 34" x 134” 
STOPS 
S093A. 2. neers cae "x2" 
8093B 23. eee Wl’ x 42" 
SO9RS Ye attcemeengete 14/’x1 23, 
BOSC Aer taseasaerersnts Yel’ x 1%" 
STOOL CAP 
8669B xinse seems 34 x 4” 
APRON 
8642 ae sietetera niceties: 34!’ x 354” 


*Bundles of 1,000 lin. ft. R/L only. 
**Bundles of 500 lin. ft. R/L only. 


SETS OF STOPS AND BAND MOULDING 


oe 
134” Pairs Pairs Flat Head 
Flat Side Side Band Head Band 
Stops Moulding Stops Moulding 
TOE > os Sait 
2-5 | 2-5 2- 75% 2- 75, 
2-9 2-9 ee OU s |1- 9% 
eis See 1-1154 — |1-1154 
3-5 3-5. 2- 05% | 2- 0% 
5-00 S0ire 2- 35% (2 354 
4-1 4-1 ~ 2- 6% |2- 65% 
4-2 4-2 2+ 7% \2- 75% 
4-5 ‘A= ee 2- 958 |2- 95% 
4-9 4-9 3- 35% 3- 3% 
5-1 5-1 3- 5% 3- 55% 
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A. W. HASTINGS & COMPANY, INC. 


of Somerville, Mass. 
have been appointed sole wholesale distributors 
in New England for 


ARMSTRONG’S 
Temlok DeLuxe Insulating Board 
Temlok DeLuxe Insulating Interior Finishes 
Temseal Insulating Sheathing 
Temlok Insulating Lath 
Adhesives 
Tem.-Clips 
Temboard DeLuxe 
Temwood 
Tempered Temwood 
Blocked Tempered Temwood 
Hardboards 


DeLuxe Monowall 


These materials are sold exclusively through 
recognized lumber and building materials dealers. 


aoe | ‘ me t 
Temlok DeLuxe for ceiling and walls gives this small 
room a feeling of spaciousness 
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ARMSTRONG’S 
TEMLOK DELUXE—INTERIOR FINISHES 


Where and how Armstrong’s Temlok Insu- 
lation is used in the home to reduce fuel cost and 
promote year-round comfort, 

A—Temseal Sheathing 

B—Temseal Sheathing or Roof Insulation 

C—DeLuxe Insulating Board 

D—Temlok Insulating Lath 

E—DeLuxe Insulating Plank 

F—DeLuxe Insulating Panel 

Temlok DeLuxe is a board-type insulation, 
highly efficient, resistant to effects of moisture. 
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ARMSTRONG’S 


TEMLOK DELUXE—INTERIOR FINISHES 


Thick- 
Product ness 


Units per 


Sq. Ft. 
Surface 
Measure 


DELUXE INSULATING 
BOARD 
4'x'7’, 8! 9',10',12’........ 1," 


Square edges. Color: Ivory. 


DELUXE INSULATING 
PANELS 
Large—16" x32" .......... yy" 
Small—12""x12”.......... Ly 
"16x 16” s 2 


V-Bevel joints on four edges. 
Bevels finished same as sur- 
face, 

Colors: Ivory and White. 


DELUXE INSULATING 
PLANK 


Boxe Sel Zee Ok tty 
yA” 


10’ 10’ 10’ 
12’ 2s 12’ 
V-Bevel joints on long edges 
only. Bevels finished same 
as surface. 
Colors: Ivory and Ash. 


DELUXE STRUCTURAL 
UNITS 
uy Mt 

Panels{ gr egy”) HA" 
V-Bevel joints on four edges. 
Bevels finished same as sur- 

. face. 
Colors: Ivory and White. 


11 


TEMLOK WALLBOARD 
4° O15 Oo pO RLU eae oe 34,"’ 
Square edges. Color: Ivory. 


7) 
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ARMSTRONG’S 
TEMLOK DELUXE—INTERIOR FINISHES 


Temlok DeLuxe is made of efficient Temlok In- 
sulating Board. Smooth-surfaced and factory- 
colored in soft pleasing colors, it readily lends itself 
to practically any decorative scheme, and helps to in- 
sulate homes and to make rooms quieter. Adaptable 
for new construction or modernization work. 


NOTE 1: All Temlok DeLuxe is manufactured 
to the following thickness tolerances: 
46" Temlok DeLuxe 0-14” 
34" Temlok DeLuxe 0-1%” 


NOTE 2: Temlok Products are furnished only 
in sizes and colors listed herein. 

NOTE 3: Rectangular DeLuxe Panels are 
always furnished left-hand unless otherwise 
specified. Right-hand panels are required for 
certain designs and are available on special 
order. 

When facing the finished surface with the long 
tongue at the top, a left-hand (standard) panel 
has the short tongue to the left, and a right- 
hand panel has the short tongue to the right. 


A truly handsome library, modernized with Temlok 
DeLuxe ceiling panels and plank 
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ARMSTRONG’S 
TEMLOK INSULATING LATH 


Close-up of a piece of Temlok Lath, showing beveled 
and ship-lapped edges. This construction assures 
tight joints and extra plaster strength. 


Armstrong’s Temlok Lath is used on walls, 
partitions and ceilings as a firm base for plaster 
finish. It provides a strong, permanent plaster 
bond. Temlok exceeds the U. 8. Government 
standards for the strength of bond between 
plaster and lath by aicioe 


The ship-lapped boards fit tightly and solidly, 
and the beveled edges permit extra plaster 
thickness at all joints, assuring smoother and 
stronger walls. 


Temlok Lath is an excellent investment for any 
home because it performs two important building 
functions at one low cost. First, it serves,as an 
excellent plaster base, taking the place of ordi- 
nary lath. Second, its high insulating efficiency 
reduces winter fuel bills and keeps out simmer 
heat. 
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ARMSTRONG’S 
TEMLOK INSULATING LATH 
Size Thickness 
[six AP eee ee ee We 


Natural screen surface. Long edges  ship- 
lapped and scoop bevel on all four edges. 


Large boards of Temlok Lath are quickly and easily 
nailed to joists and studding. These can be cut or 
sawed to fit around wall or ceiling irregularities 
without difficulty. 
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ARMSTRONG’S 
TEMSEAL INSULATING SHEATHING 


* PAPER OVER ASPHALT 
eons (sides and long edges) oe é 


Close-up view of cut-away section of Temseal Sheath- 
ing shows how the double protection of flexible, non- 
cracking asphalt and heavy kraft paper guards 
against infiltration of air and moisture. 


Armstrong’s Temlok, the basic material of 
which Temseal Sheathing is made, is a highly 
efficient insulating board. Temseal Sheathing 
provides one of the most effective and least ex- 
pensive methods of insulating a home. Loss of 
heat through a typical brick veneer or clapboard 
wall is reduced from 21% to as much as 32%. 


Temseal Sheathing is easily handled and is 
erected quickly and economically. It increases 
the structural strength and rigidity of any 
building in which it is used. Nailed in place 
over the studs, Temseal’s bracing strength ex- 
ceeds by 50% that of standard thickness wood 
sheathing laid horizontally. 
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ARMSTRONG’S 
TEMSEAL INSULATING SHEATHING 
Sizes Thickness 
4’ x 8’, 9’, 10’ (square edges)......... 2544/" 
2’ x 8’ (long edges ship-lapped)....... 25 40/! 


Both faces and long edges sealed with asphalt 
and heavy kraft paper. Ends also asphalt sealed. 
1% units per sq. ft. surface measure. 


Applying Temseal Sheathing to the exterior of a 
home. The large boards are easily handled, quickly 
nailed in place. 


rong’s TEMSEAL 


fewioe. 


F ane™ SHEATHING 


: 


zB 


THING psirong’s TEMSEAL 


} (Tovie) 


‘LATING Y SHEATHING 


HEATHING 
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ARMSTRONG’S TEM-CLIPS 


These metal devices are 
used in the installation of 
Temlok DeLuxe, as they 
lock the beveled edges of 
the board and_ provide 
permanent, invisible sup- 
port. 


4!’ TEM-CLIPS—BULK (5000 per carton) 
PACKAGED (8 pkgs. of 
500 each) 


3/,"" TEM-CLIPS—BULK (2800 per carton) 
PACKAGED (8 pkgs. of 
350 each) 


_——— 


Each carton contains necessary 2d nails. 


ARMSTRONG’S ADHESIVES 


Installation of Temlok 
DeLuxe with No. 514 Ad- 
hesive is easy, fast and 
permanent. This adhesive 
remains plastic, thus com- 
pensating for normal move- 
ment of base due to seasonal 
expansion and contraction. 


NO. 514 ADHESIVE: Heavy-bodied, all pur- 
pose, waterproof. Coverage approx. 50 sq. ft. 
surface area per gal. In 5-gal. and 1-gal.* cans. 


HARDBOARD ADHESIVE: Troweling con- 
sistency, waterproof. Coverage approx. 50 to 
65 sq. ft. per gal., spread with notched trowel. 
In 5-gal., l-gal.* or 1-qt* cans. 


nnn UE EEEEEEEEEEEEEED 


*Full cartons only: 4 gals. or 12 qts. to carton. 
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HARDBOARDS 
Units per 
Sq. Ft 
Thick- Surface 
Preduct ness Measure 
TEMBOARD DELUXE 
é / x / / 4! rk 6/ / / / We 
Cy Spe ae ee eat 
TEMWOOD (Untempered) 
TS eallPA/S aap aan CRON CO 1/10” 1 
4’ x De Ay 4! yee Oye Tit Son 9’,\ Ve" 

NOt 100 Sea Ho 2 oe p 7 J 
ALX ANG. S , Oy, We al oy myn as 2s 3/6" 1% 
Ga Viena cose ee VA 
eo he | meets Cole: 5/6!" 2%, 

TEMPERED TEMWOOD 
7M Sel WADE tg a ior ea inca Ray 1/10” 1 
Deseo dB. Gi 7708!) 2) 1 ys ; 

Tver tee x ee aie 78 : 
4'x9/ 3’ 4’ 6’ 8',9',10’,12’ 346” 1% 
Uy ag ie or aie y,"" 2 
20 Sle (eae er ane 8) g" 2Y%y 

BLACK TEMPERED 
TEMWOOD 
Zi G98! 10! 12%, 1... Y!" 1 
BLOCKED TEMPERED 
TEMWOOD 
Wiles) 10S 1S ee cee VAL 1 
arya enn eS 3/ @! 14% 


_ *Regularly furnished in 4/’ x 4” block. The 4’ x12’ size 
is also available in 8” x 8’ and 12’ x 12” block design. On 
this size, specify block desired. 


All Hardboards listed above will be shipped 
wrapped in full bundles only. The following 
products are available with Primed Surface, 
additional time required: 


14"' Temboard DeLuxe, all sizes. 
Temwood and Tempered Temwood, all sizes. 
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ARMSTRONG’S_~_. 
DELUXE MONOWALL 


Gleaming walls of DeLuxe Monowall, in a plain color 
and a striking tile design, give this bathroom its 
distinctively modern appearance. 

Especially popular for kitchens and bathrooms 
DeLuxe Monowall is equally adaptable to other 
home areas and to commercial interiors, because 
of its durability and the ease with which it is 
kept sparkling clean. Walls and ceilings both of 
this practical modern interior finish will give 
rooms lasting, lustrous beauty. 


TILE DESIGN 4” x 4” PLAIN 
No. Field Line Color  |No. Color 
110 White Warm Gray | 11 White 
130 White Black 
210 Ivory Warm Gray | 21 Ivory 
220 Ivory Black 
310 Nile Green Light Ivory | 31 Nile Green 
610 Apricot Light Ivory | 61 Apricot 
Sizes:.4°x4'75', 637’, 8’, 10°, 12's 5/39"’ thick. 

CURV-BOARD 


For bending to curved surface of 9’ to 27” 
radius. All plain colors listed above. 
Sizes: 4’ x 2’, 3’, 4’, 6’; 146” thick. 
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ARMSTRONG’S 
DELUXE MONOWALL 


Large board sizes of DeLuxe Monowall permit 
even large wall areas to be covered with very few 
joints or seams, yet the boards are light encugh 
to be easily handled by one man. Monowall is 
cut just like wood and may be applied over 
existing walls and ceilings. Easy-to-follow in- 
structions included with every order. 

Special mouldings and channels listed on 
following pages are used to finish the edges and 
corners. Proper application of these and the use 
of CM-50 Cement and Monowall accessories 
assure workmanlike, permanent installations. 
Protection from splashed water, so important in 
kitchens and bathrooms, is also provided. With 
proper care in installation Monowall can be used 
satisfactorily even in shower stalls. 
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CHANNELS AND MOULDINGS 


P-92 P-93 P-94 


PLASTIC CHANNELS 
Lengths: 4’, 5’, 6’, 8’, 10’ and 12’ 
Colors: Black, Ivory, White 


P=90 hye ee Te Baek et My, Inside Corner 

P-9122) 5572. gtee pan’, At _... Outside Corner 

P=92 5 os ee Rite ee eee Tub Channel 
(2'-6'", 5’, 5’-6”", 6’ lengths only) 

PH93'5 Fico a ieee ee Edging 

P3943 A te Bes Sn ae Connector 

FILLERS 

TF-10—TUB CHANNEL FILLER 

(Waterproof ) 


For use with tub channels and all other 
channels in a tub or shower area. One tube is 
sufficient for 10 lin. ft. of channel. 


F-20—NAIL HOLE FILLER 
For covering nailheads in wood mouldings or 
in score lines of Tile-Design Monowall. One can 
is sufficient for 150 lin. ft. of moulding or 200 sq. 
~ {ts of Monowall. Specify moulding color or line 
color. 
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CHANNELS AND MOULDINGS 


é 


F-102 F-103 F-104 


STAINLESS STEEL CHANNELS 
Bright Polish Finish 


F-100—Inside Corner... Lengths 4’, 6’, 8’, 12’ 
F-101—Outside Corner.. Lengths 4’, 6’, 8’, 12’ 
F-102—Tub Channel*...  2/-6’, 5’, 5/-6”, 6’ 
F-103—Edging......... Abi G's 5 rl Omi ae 
F-104—Connector...... Ar 5 Ge Son LO! 12! 


*Furnished with plain ends or with right or left end 
closed. Specify R or L. 


FILLERS 


F-40—REGULAR FILLER 

For pointing small openings between Monowall 
panels and window or door framing, etc., where 
accurate fit is not possible. Specify field color or 
line color, 


T-50—TOUCH-UP (Liquid) 
For touching up small nicks or scratches. 
Specify field color. 


158 HASTINGS means QUALITY 


CHANNELS AND MOULDINGS 


H-30 : H-31 


H-33 H-34 
HARDBOARD MOULDINGS 


546’ Thick Tempered Hardboard 
Eencths:84.,.5:,6 1010.1 2t 
*Colors: Black, Ivory, White 


H-30...... 134"’ Cap H-33... 34’’ Shoe 
H-35 314” Base H-34.. .134” Division 
H-327) 7) Dea Base *Other colors available. 


CM-50 WATERPROOF CEMENT 
Coverage: Approx. 50 to 65 sq. ft. per gallon 


1é-gallon Pail 2-gallon Pail 
1-gallon Pail 5-gallon Pail 
NAILS 


N-1—NAILS for Tile-Design Monowall 
Available in 1-lb. and 4%-lb. boxes. 
Special tempered wire nails 134” long. 
Approx. 14 lb. required for 150 sq. ft. 

N-2—NAILS for Wood Moulding 
Available in 1-lb. and 144-lb. boxes. 
Special tempered wire nails 2”’ long. 
Approx. 4% lb. required for 100 lin. ft. 
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CHANNELS AND MOULDINGS 


WooD 
MOULDINGS 


Other colors 
also available. 


W-21 W-22 W-23 


W-15—1 34” Division or Lipless Cap 

W-16—1 a4” Lip Cap—36”’ Rabbet 

W-17—2” Bull Nose Cap—%%"’ Rabbet 
W-18—Universal Lip Cap—Rabbeted to Cover 


W- 20—3 74" Base 
W-21—5 14” Base 
W-22— rien 34'’ Shoe 
W-23— 54” x 214” Crown 
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CHANNELS AND MOULDINGS 


ALUMINUM ALLOY CHANNELS 
Easy to Cut 


A-4C0—Inside Corner.... Lengths 4’, 6’, 8’, 12’ 
A-41—Outside Corner... Lengths 4’, 6’, 8’, 12’ 
A-42—2DubeGhannel®s24 42’-G'775",5'-6"", 6” 
A-43—Edging.......... AT DO og LO ke 
A-44—Connector....... 4’, 5'- 6", 8, 10';.12" 


*Furnished with plain ends or with right or left end 
closed. Specify R or L. 


BROODER HOUSE 
of Insulating Board 
Size: 10’ x 12’ 
Insulated - Efficient - Easy to Build 
Complete construction details together with 


a list of materials, architect specifications and 
drawings of side elevations; framing and floor 
plans; door, window, sill and roof detail; and 
easy-to-follow instructions will be furnished 
upon request. 


